
Features

1.27mm 2 ṇ ︣Ḯ
µ ḭ 2 ḭ טּ ︡

︣Ḯ ṇ ḭ ḭ ḭקּ קּ
ṇ ︡ ךּ ︣Ḯ

5072 ṇ ḭ5061 ṇ ︣
ḭ 10Ṿ ︡ḭ ךּ ṇ

︡ ︡ Ḯ

5061 / 5072

12.0, 14.0, 15.0, 17.0mm
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20 to 120

AC/DC 250V/Contact

AC 650Vrms/min.

(Copper alloy)

(Heat-resistant plastic)

-55 to +85ṹ

ṇ (Series)

אל (Stacking Height)

(Pitch)

(No. of Positions)

(Rated Current)

(Rated Voltage)

(D. W. Voltage)

(Contact Material)

ṇ (Insulator Material)

(Operating Temperature)

ṕểṖ ︡ḭ תּ ṇ ︣Ḯ

ṕễṖ ךּ︡ RoH�6 ︣Ḯ

קּ ︡ ףּ ︣Ḯ קּ ḱ ḭ ךּ פֿ ךּ ︣Ḯ
Recommended plating types are mentioned in this catalogue. For other plating types and their speci°cations, and

available numbers of positions, please feel free to contact our sales department.
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AC/DC 0.5A/Contacts

       
      

ṕỄṖ ṇ ︣ ṇ קּ ︣Ḯ
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