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OptiMOSE3 Power -Transi st OProductSummary

Features Vis 40 |v
A Fast switching MOSFET f0 1| Rosionymax 9.3 |mw
A Optimized technology for || 49 | A
A Qualified ac@®fortatyétapglicatioms J EDE C PG-TDSON-8
A N-channel; Logic level
A Excell ent RggpeoduectifFOM)g e X
A Very | ow Bfgy esistance
A Superior ther mal resistance
RoHS
A 100% Avalanche tested ‘\/
A Pb-free plating; RoHS compl i ant
@), Halogen-Free
A Halogen-free according to | EC61249-%7 ..
) S [8D
Type Package Marking e 6
SB 16 D
BSCO093N04LS G PG-TDSON-8 093N04LS
Gal 5D
Maximum ratings, at T ;=25 °C, unless otherwise specified
Parameter Symbol |Conditions Value Unit
Continuous drain current Ip V=10V, T=25°C 49 A
Vss=10V, T¢=100 °C 31
Ves=4.5V, T =25 °C 40
Vgs=4.5V,
T =100 °C 26
Ves=10 V, T =25 °C,
2) 13
R 1n3a=50 K/W
Pulsed drain current® Ippuse |Tc=25°C 196
Avalanche current, single pulse? l'as Tc=25°C 40
Avalanche energy, single pulse Eas 1p=40 A, Rgs=25 W 10 mJ
Gate source voltage Vs +20 \%
Y J-STD20 and JESD22
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Maximum ratings, at T ;=25 °C, unless otherwise specified

Parameter Symbol |Conditions Value Unit
Power dissipation P ot Tc=25°C 35 W
T =25 °C,
R n;a=50 K/W? 23
Operating and storage temperature [T, T gg -55 ... 150 °C
IEC climatic category; DIN IEC 68-1 55/150/56
Parameter Symbol |Conditions Values Unit
min. typ. max.
Thermal characteristics
Thermal resistance, junction - case  [Ru;c bottom - - 3.6 |KW
top 20
Device on PCB Risa |6 cm? cooling area? - - 50
Electrical characteristics, at T;=25 °C, unless otherwise specified
Static characteristics
Drain-source breakdown voltage V @rppss |Ves=0V, Ip=1 mA 40 - - \V/
Gate threshold voltage Vasity |Vos=Ves: |p=14 pA 1.2 - 2
Zero gate voltage drain current I bss VD_S:4? Vi Ves=0V, - 0.1 1 |pA
T=25°C
Vps=40V, Vgs=0V,
T jD:5125 °C > i 10 100
Gate-source leakage current lgss Vgs=20V, V=0V - 10 100 ([nA
Drain-source on-state resistance Roson [Ves=4.5V,1p=20 A - 11.0 13.7 |mw
V=10V, 15=40 A - 7.8 9.3
Gate resistance Rg - 1 - W
Transconductance /IR l\::j,lng“ oIR psonmax: 34 67 - S

2 Device on 40 mm x 40 mm x 1.5 mm epoxy PCB FR4 with 6 cm2 (one layer, 70 um thick) copper area for drain

connection. PCB is vertical in still air.

% See figure 3 for more detailed information

Y See figure 13 for more detailed information
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Parameter Symbol |Conditions Values Unit

min. typ. max.

Dynamic characteristics

Input capacitance Ciss - 1400 1900 |[pF
Ves=0V, Vps=20V,
Output capacitance Coss f:GlSMHz bs - 340 450
Reverse transfer capacitance Crss - 16 -
Turn-on delay time tyion) - 3.6 - ns
Rise time t, Vpp=20V, V5s=10 V, - 2.4 -
Turn-off delay time t dof) 10=30 A, Rgex=1.6 W - 16 -
Fall time ts - 2.8 -
Gate Charge Characteristics®
Gate to source charge Qs - 4.9 - nC
Gate charge at threshold Q gih) - 2.3 -
Gate to drain charge Qu V=20V, 1,=30 A, - 2.0 -
Switching charge Qe Ves=0t0 10V - 4.6 .
Gate charge total Qq - 18 24
Gate plateau voltage V plateau - 3.5 - \%
Vpp=20 V, 1,=30 A,
Gate charge total Qq VDD_O 04 5DV - 8.6 114 |nC
GS™ .
Vps=0.1V,
Gate charge total, sync. FET Q g(syno) V=010 10 V - 17 -
GS™
Output charge Q oss Vpp=20V, V=0V - 13 -
Reverse Diode
Diode continuous forward current Is - - 29 A
Tc=25°C
Diode pulse current I's puise - - 196
_ Vs=0V, =40 A,
Diode forward voltage Vsp T o - 0.9 1.2 |V
T;=25°C
Vg=20V, | =lg,
Reverse recovery charge Qn di /dit =400 Alpis - 15 - nC
cldt =

% See figure 16 for gate charge parameter definition
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1 Power dissipation

Pwo=f(T c)
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3 Safe operating area

I5=f(Vps); Tc=25°C; D=0

parameter: t p
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2 Drain current

15=f(Te);VesO1 0 V
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4 Max. transient thermal impedance

Z inyc=f(t )
parameter: D=t /T
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5 Typ. output characteristics 6 Typ. drain-source on resistance
I5=f(Vps); T=25°C R bsn=f(Ip); Tj=25 °C
parameter: V gg parameter: V gg
120 20
100 -
16 1
4V
80 1 _—/
§ 12 1 45V
—_ E
< 60 ° 5v 9
© s
I g 10V
40 -
4 u
20 1
0 0 T T T ;
0 10 20 30 40 50
Vps [V] Io [A]
7 Typ. transfer characteristics 8 Typ. forward transconductance
I6=f(V gs); [V bs|>2|l b|R ps(onymax 9+=f(Ip); T;=25°C
parameter: T}
120 120
100 - 100 -
80 1 80 -
E 60 1 v, 60
£ 2
o
40 40 -
20 1 20 |
150 °C
25°C
0 \ ‘ 0 ‘ ! ‘
0 1 2 3 4 5 0 40 80 120 160
Vs [V] o [A]
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9 Drain-source on-state resistance 10 Typ. gate threshold voltage
R bsn=f(T)); 1p0=40 A; V cs=10 V Vesan=f(T); Ves=Vps; 1p=14 HA
16 25
2 u
12 -
98 %
3 15
E =
= 8 1 =
ad > 1
4 u
0.5 -
0 ‘ ! ! ! ! 0 ! ! ! ! !
60  -20 20 60 100 140 180 60  -20 20 60 100 140 180
T I°C] T,[°C]
11 Typ. capacitances 12 Forward characteristics of reverse diode
C=f(Vps); Vss=0 V; f=1 MHz I e=f(V sp)

parameter: T;

104 1000
103 Ciss /
Coss 100 - 150 °C, 98%
o —
S 102 <
O - 150 °C
25°C, 98%
Crss 10
10t
100 T i ; 1 # ; T
0 10 20 30 40 0.0 0.5 1.0 15 2.0
Vps [V] Vsp [V]
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13 Avalanche characteristics 14 Typ. gate charge
Ias=f(tav); Res=25 W V es=H(Q gate); 1 0=30 A pulsed
parameter: T jstar parameter: Vpp
100 12
20V
10 A 8V
32V
8 u
25°C
= 100 °C s
_<>( 125°C >o
4 u
2 u
l T T 0 T T T T
0.1 1 10 100 1000 0 4 8 12 16 20
tAv [IJ'S] ante [nC]
15 Drain-source breakdown voltage 16 Gate charge waveforms

Veross)=f(T)); Ip=1 mA

45 A
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_ 35
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<4—p<¢ >
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Package Outline PG-TDSON-8

PG-TDSON-8: Outline

Footprint
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