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Features 

· High efficiency: 95.5% (12V/33A) 

· Fully regulated output voltage 

· Remote control, over-voltage, over-current, 
short-circuit and over-temperature 
protections  

· Monotonic start-up 

· Fixed frequency operation 

· Basic Insulation, 2,250Vdc input to output 
isolation 

· UL 62368-1 2nd edition recognized�‚ 

 
 
 

Options 

· Baseplate 
· Auto-restart / Latch off after fault shutdown 
· Negative / Positive enable logic 
· Output voltage adjustment (Trim) 
· Parallel operation 
· Case ground pin 
· Pin lengths 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                                 
�‚
UL is a registered trademark of Underwriters Laboratory Inc. 

12V 33A Quarter Brick Converter 

Part Numbering System 
 

QBC 4 120 ��  033 ��  ��  ��  

Series 
Name 

Input 
Voltage 

Output 
Voltage 

ON/OFF 
Logic 

Output 
Current 

Pin Length 
Options 

Electrical 
Options 

Mechanical Options 

Lead-free 
(ROHS-6 Compliant) 

 4: 36-75V Unit: 0.1V 
120: 12V 

P: Positive 
N: Negative 

Unit: A 
033: 33A 

 

K: �����������  ́
N: 0.145�  ́
R: 0.180�  ́
 

5: Latch off 
6: Parallel & latch off 
7: Auto-restart 
8: Trim & latch off 
9: Trim & auto-restart 
A: Parallel & auto-restart 

5: Open-frame 
6: Baseplate 
8: Baseplate & case pin 
 

 


