


ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

PRODUCT RANGE

ABAT15AA Offset blades

ABATI15AA250GI

ABATI5AA250FI

ABATI15AD500G!I

ABATISAD500FI

BATTERY FUSES / DS-ABATI5AAAD-16-0423

EP.MERSEN.COM

Clearing It Power dissi- - -
Catalog Rated voltage | Rated . 7 & - " Min. breaking .
number DC (IEC) current In AEEIEhg) 1 :nZEOkA Witz ::g?snln capacity (MBC) eioht
ABAT15AA100GI | 1500 V 100 A 1270 A%s 40000 A%s 19 W 300 A 0.6 kg
ABAT15AA125GI | 1500 V 125A 2260 A%s 60000 A%s 24 W 375A 0.6 kg
ABAT15AA160GI | 1500 V 160 A 3730 A%s 78000 A%s 31W 480 A 0.6 kg
ABAT15AA200GI | 1500 V 200 A 6640 A%s 116000 A%s 36 W 600 A 0.6 kg
ABAT15AA250GI | 1500 V 250 A 11800 A%s 182000 A%s 46 W 750 A 0.6 kg
Add M to the catalog number to order with microswitch
ABAT15AA Bolted blades
. Power dissi- . -
Catalog Rated voltage | Rated current . a Clearing It y Min. breaking .
number DC (IEC) it ROERE) (e @250KA L/R= 4ms | PRTOR capacity (MBC) | Weight
ABAT15AA100FI| 1500 V 100 A 1270 A%s 40000 A%s 19W 300 A 0.6 kg
ABAT15AA125FI| 1500 V 125A 2260 A%s 60000 A%s 24 W 375A 0.6 kg
ABAT15AA160FI| 1500 V 160 A 3730 A%s 78000 A%s 31W 480 A 0.6 kg
ABAT15AA200FI| 1500 V 200 A 6640 A%s 116000 A%s 36 W 600 A 0.6 kg
ABAT15AA250FI| 1500 V 250 A 11800 A%s 182000 A%s 46 W 750 A 0.6 kg
Add M to the catalog number to order with microswitch
ABATI15AD Offset blades
Clearing It Power dissi- - -
Catalog Rated voltage | Rated . 4 P _ " Min. breaking .
number DC (IEC) current In AT anqEOkA L= :?g?snln capacity (MBC) Weight
ABAT15AD200GI | 1500 V 200 A 6270 A%s 144000 A%s 39W 600 A 1.4 kg
ABAT15AD250GI | 1500 V 250 A 10370 A%s 226000 A%s 47 W 750 A 1.4 kg
ABAT15AD300GI | 1500 V 300 A 18430 A%s 383000 A%s 60 W 900 A 1.4 kg
ABAT15AD350GI | 1500 V 350 A 26540 A%s 499000 A%s 70W 1050 A 1.4 kg
ABAT15AD400GI | 1500 V 400 A 36130 A%s 535000 A%s 78 W 1200 A 1.4 kg
ABAT15AD450GI | 1500 V 450 A 47190 A%s 590000 A%s 81 W 1350 A 1.4 kg
ABAT15AD500GI | 1500 V 500 A 64230 A%s 803000 A%s 89 W 1500 A 1.4 kg
Add M to the catalog number to order with microswitch
ABATI15AD Bolted blades
Clearing It Power dissi- - .
Catalog Rated voltage | Rated . a ~ - y Min. breaking .
number DC (IEC) current In FeERei 8 f§§°kA L= :tag?snln capacity (MBC) Cioht
ABAT15AD200FI| 1500 V 200 A 6270 A%s 144000 A%s 39 W 600 A 1.4 kg
ABAT15AD250F1| 1500 V 250 A 10370 A%s 226000 A%s 47 W 750 A 1.4 kg
ABAT15AD300FI| 1500 V 300 A 18430 A%s 383000 A%s 60 W 900 A 1.4 kg
ABAT15AD350FI| 1500 V 350 A 26540 A%s 499000 A%s 70 W 1050 A 1.4 kg
ABAT15AD400FI| 1500 V 400 A 36130 A%s 535000 A%s 78 W 1200 A 1.4 kg
ABAT15AD450F1| 1500 V 450 A 47190 A%s 590000 A%s 81 W 1350 A 1.4 kg
ABAT15AD500FI| 1500 V 500 A 64230 A%s 803000 A%s 89 W 1500 A 1.4 kg
Add M to the catalog number to order with microswitch
©2023 Mersen. All rights reserved. Mersen reserves the right to change, adapt, limit or discontinue its products. Therefore MES
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

TIME CURRENT CHARACTERISTIC CURVES
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solution to your needs, please contact and provide Mersen with all relevant technical specifications and conditions. Expertise, our source of energy




ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

TIME CURRENT CHARACTERISTIC CURVES
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

CUT-OFF CURRENT CHARACTERISTIC
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

CUT-OFF CURRENT CHARACTERISTIC

ABAT15AD 200 to SO0A

100000
—— ABAT15AD200
— ABAT15AD250 \
B —— ABAT15AD300
p—g

2 —— ABAT15AD350

(O]

5 —— ABAT15AD400 _———
8 /
< —— ABAT15AD450

35

o

o —— ABAT15AD500
v

0]

-
X

©

[0
o

1000
100
100 1000 10000 100000

Available DC Current (A) @ Rated Voltage, L/R=3ms

BATTERY FUSES / DS-ABATI5AAAD-16-0423

©2023 Mersen. All rights reserved. Mersen reserves the right to change, adapt, limit or discontinue its products. Therefore
EPMERSENCOM the data provided herein are for information only and are not contractually binding. To ensure that Mersen provides the best
solution to your needs, please contact and provide Mersen with all relevant technical specifications and conditions.

1000000

Mers

Expertise, our source of energy

6



ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

POWER DISSIPATION
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

DIMENSIO

NS

ABAT15AA - Offset blades
with optional microswitch

Auxiliary contact
device "RIS1500"
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

DIMENSIONS

ABAT15AD - Offset blades
with optional microswitch

Auxiliary contact
device "RIS1500"
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ABATISAA, ABATISAD

1500 VDC Max., L/R < 4ms, 100-500A

DIMENSIONS

Recommended Mounting Torque and Bolt Size

Fuse Size / Terminals Mounting Torque Bolt Size
ABATI5AA Gl 151 Nm M8
ABATI5AA FI 15+1 Nm M8
ABATI5AD GI 151 Nm M8
ABATI5AD FI 20+1 Nm M10

ACCESSORIES

Microswitches

gs::;;? Rated voltage Rated current In Indication System Minimum positive operating voltage / current

RIS1500 | 1500 V | 10A | Standard NO-NC | 10V, 10mA

RIS15S00

Fuse blocks

Number Tightening
CaiEleg) el P Application DC Fuses of poles/ Conta_ct torque Weight
number voltage Materials
phases (max.)
1SC/1MSC Modular Fuse blocks
MEV70A, MEV100A and Zinc-Plated
1SCM8 | 1500V | \BAT15AA fuses up to 400A ! Steel 6.8 N-m 689
MF-A, MEV70A, MEV100A and Zinc-Plated
15CM8 1SCM10| 1500V | \BAT15AD fuses up to 800A ! Steel 21.5N-m | 689

BATTERY FUSES / DS-ABATI5AAAD-16-0423
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