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1. SCOPE ( iEHEHE )
This specification covers the performance, tests and quality requirements for the2.5mm series wire
to board connector. ( XKB Connection AKUYEWAEE T &5 2. 5mm RHIZRX &R 2SPERE . I

BRI R R )

2. PRODUCT DESCRIPTION ( it )

DESCRIPTION ( ###tt ) Part Number ( &5 )

X2508T-PSN

Terminal ¥ 1
X2508TM-PSN

X2508H-04-NO

Housing ik 7%
X2508HF-04-NO

X2508WV-04-NOSN

X2508WR-04-NOVO01

X2508WVS-04-9TSN

X2508WRS-04-9TSN

Wafer %1 52 X2508WV-04KS-NOSN

X2508WV-04J-NOVO1

X2508WV-04J-NOSN

X2508WV-04-NOVO1

X2508WV-2x04A-NOVO1

3. APPLICABLE DOCUMENT GEH X
The following documents form a part of this specification to the extent specified herein. In the
event of conflict between the requirements of this specification and the product drawing, the
product drawing shall take precedence. In the event of conflict between the requirements of
this specification and the referenced documents, this specification shall take precedence. (XKB
Connection I HI A A TG ) — 870, LEMAE VBRI « ARG ZR 57 i B4 iR
i, A B AONHE . RIS ER 525 R AR, BARRE 9tk D

4. REQUIREMENTS (Z&EXK)
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Connection

4.1. Design and Structure (IR )

Product shall be of the design, structure and physical dimensions specified on the applicable product drawing.

( XKB Connection Mm@y it ~ SMYIE RS SEFiE R m &4 )

4.2. Materials/ Finish (#1}/ 2 Hi 40 FE)

Specification Materials Disposal of Surface
b5t SR # R REALH
Terminal ¥ §- Phosphor Bronze SN-Bright tin plating 70u
Housing 5% PAG6 UL 94V-2/UL94V-0
Wafe | Base PAG6/PAIT UL 94V-2/UL94V-0
i PIN Brass V01-Gold Flash SN-Bright tin plating 70u

Please Refer to the Project drawing for the above Specification. (_Fi& 2% LA T2 K A HE)

4.3. Ratings ( ZNEINR)

XKB Connectivity Item ( TLH ) Standard ( 17 )
Rated Voltage (Maximum) % 5€ . [& 250V
_ —— AC/DC
Rated Current (Maximum) %l 5& H. i 3A
-40°C~+125C

. N=Nzzaony
Ambient temperature Range f{ TGN | o 00 oe degree centigrade

Applicable wire insulation O.D i& FH £84% AWG 22#~28# Insulation O.D.

NOTE# * : Including terminal temperature rise J}- 5 MR i 1

5. TEST STANDARD (Mi®&%44)

5.1 Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows ( BRSAERAFIN - FBLUHTT N E N R RE

WIRZMSEEAT )
Ambient temperature ( FMEEE ) : 5°C to 35C
Normal humidity ( IEE)EE ) : 45% to 85%
Air pressure ( 5/% ) : 86Kpa to 106Kpa

5.2 However if doubt arises on the decision based on the measured Values under the
above-mentioned Conditions.The following conditions shall be employed: ({H &7 %}
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FITE 7 AL B IR I, 2 PR A SE it )
Temperature CEE) : 20+2°C
Relative humidity (#EXZE) : 65+5%
Air pressure ( 5% ) : 86Kpa to 106Kpa

6. PERFORMANCE AND TEST DESCRIPTION (PR8I T)
6.1 APPEARANCE ( Ml )

ITEM | DESCRIPTION ( 2% ) | TEST CONDITION ( JUHZR4 ) REQUIREMENT ( 23K )

Should not have any flaw
Scratch discoloration and
crushed CEAEfIZVR. Fl43.
15 AT )

1 Appearance

(AN Visual. (B#L)

6.2 ELECTRICAL (#85)

ITEM | DESCRIPTION ( 2% ) | TEST CONDITION ( Ui ) REQUIREMENT ( E3k )

Based upon EIA-364-06A.

Mate connectors, measure by dry
circuit, 20mV MAX, 10mA. (A&REE,

FrREE 20mV BLF, B3R 10mA #RWERE: | Initial (FIEE) : 20 mQ Max.

contact resistance ( 1%

1 AYREA ) 3% A"B XD After Test (JURJE) : 30 mQ
Max.
Based upon EIA-364-21B/MIL-STD-202
Method 302 Cond. B
. Mate connectors, apply 500V DC
2 Insulation 1000 MQ Min.

Resistance ( 4417 ) between adjacent terminal or ground.

(ARERE, TEMHSNT, WTSHAZE,
fEFH 500V MBI H, RIEELRS)

Based upon EIA-364-20A/MIL-STD-202
Method 301

Mate connectors, apply 1000V AC for 1
minute between adjacent terminal or
ground. (ASHELE, EMSET, W1 Hi
A2 0|, R 1000V #AHE 1 2080, Rl
7

There shall be no
breakdown.
(FBEF - BhAIR)

5 | Dielectric strength (1
BB E)
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Crimp the applicable wire on to the

Contact resistance on . .
4 | crimped portion ( %1% terminal measure by dry circuit 20mV

10 mQ Min
[EimFHERdpE T ) MAX, 10mA. (IR 2%, JFIEE 20mV
PATF, B 10mA RyJUERRS)
6.3 MECHANICAL ( #l#)
ITEM | DESCRIPTION ( 2% ) | TEST CONDITION ( MIHZR4 ) REQUIREMENT ( 3K )
Apply axial pull out force at the speed
rate of 25.4x3mm/minute on the
terminal assembled in the housing.
(PARESy 25,4+ 3mm IEZE, Ko+ M
Terminall Housing | Housing PYRIFIIR AR O
1 Retention Force 15N {1.5kgf} min.
G FARFF 71D
) Insertion & withdraw anflfg r:he crimped terminal into the =
Force $#1R /] (@D%}:Z?ﬁ?ﬁi‘)\ Housing Fi@m K/1E)
Apply axial push force at the speed
rate of 25.4+3mm/minute.
(PAg4) 25.4+3mm HIIRZE, K PIN 4FM
3 PIN Retention Force | Wafer WHIFIRHKIAE ) 15N {1.5kgf} min.
PUSH
(PIN §HEH 1) *
Fix the crimped terminal, apply axial AWG | #22 | #24 | #26
_ pull out force on the wire. (Do not crimp Spec. | 40N | 30N | 20N
Tensile strength | insulation part). (EIZSMURHMT. £ |.gf. Min. | Min | Min | Min
4 (Crimped B S5t T2 BN TR IRD ')
connections) (3 Tk o— AWG | #28
ERE) Spec. | 13N
kgf. Min.| Min
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Note> As for unspecified
wire sizes in this
specification define values
with clients

Repeated Insertion/

When mated up to 30 cycles
repeatedly by the rate of 10 cycles per

Contact Resistance (Efilifi

Shock (ifif H 1)

Waveform () : half sine,

490m/s2{50G}, 3 strokes in each X.Y.Z.

axes.

CInE EE B 506, % 3 ANEAHBEXHIT A)D

Withdrawal minute. (CAEHERET 10 RIER, 1 : 30 mQ Max.
(BEE/HO KA BER 30 %K)
Based upon Appearance #¥:
ElA-364-28B/MIL-STD-202 Method No Damage &R
213B Cond.A
) Amplitude (3RIE) : 1.5mm P-P Contact Resistance £
6 | Vibration ( fif#RzNt4E ) P ] . FA$L: 30 mQ Max.
Sweep time (JHiZ) : 10~55~10 HZ in 1
minute Discontinuity B : 1
_ . ] iscontinuity :
Duration (F4Rf[ED) : 2 hoursineach | .. o ond Max.
X.Y.Z axials. (&8 2 /N
Based upon A -
EIA-364-27B/MIL-STD-202 Npp;ara""e ;;3 i;i“ﬁ
Method 213B Cond.A © bamage
, Pulse width (aiif[E]) : 11 msec., Contact Resistance i

FE$T:30 mQ Max.

Discontinuity B#i:1
micro- second Max.

6.4 ENVIRONMENTAL (3 1%)

ITEM

DESCRIPTION ( 2%)

TEST CONDITION ( M=% )

REQUIREMENT ( &3k )

Temperature Rise (27
st )

Carrying rated current load. (UL
1977) (AfExtfEfE, EEIHEHERT,
Bl & iIiELEE D

30°C Max.

Heat Resistance (fif#t4)

Based upon MIL-STD-202

Method 108A Cond.A
125+2°C,96 hours.

Appearance M :
No Damage Tt #1R

Contact Resistance #filifH
$i:30 mQ Max.




4 |Humidity ( M2 )

EIA-364-31A/MIL-STD-202

Method 103B Cond.B

Temperature CGEJE) : 40+2°C
Relative Humidity (JE&) : 90~95%
Duration (¥#%2R}7E)) : 96 hours
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Appearance 5 :
3 Cold Resistance ( iii&| Based upon EIA-364-105 No Damage L&k
D) Contact Resistance #fifH
-40+5°C,96 hours. #i:30 mQ Max.
Based upon Appearance # i :

No Damage Tt 7#1R

Contact Resistance # fili [
$1:30 mQ Max.

Insulation Resistance %

BE41: 1000 MQ min.

Based upon EIA-364-32B

5 cycles of:

EhIKIESE )

from the 5+1% solution at 35+2°C.
(FERE 35+2°7C, 2hKiRE 5 1% F, #K

% 24+1 /M)

VE: BRI R e R g R T

Appearance 4 :
5 | Temperature Cycling | a)-55°C 30 minutes. No Damage T4k
(‘REEIK) Contact Resistance # fjii [
b) +85°C 30 minutes. #7:30 mQ Max.
(M-55CH4E 30 SHEFZ+85CHR4E 30
558, E3F 5 W)
Based upon
EIA-364-26A/MIL-STD-202
Method 101D Cond.B
Appearance #h :
+
6 Salt Spray 24+1 hours exposure to a salt spray No Damage T3

Contact Resistance # fil [
$i:30 mQ Max.

7 Solder-ability
( BHMEH )

Based upon EIA-364-52
Soldering Time /&% 8): 3+0.5second.

Solder Temperature 2R E: 245+5°C.

Immersed area must show
no voids, pin holes. & 5
HFEI5%LL |




Doc. No.

X-A0162-50

Page No.

77

Date Issued

Connecuon j

2024-07-29

Prepared by

Shanzha

Date revised

2024-07-29

checked by

Sangshen

Product Specification Rev. No.

A0

Approved by

Willy

Title : 2.5mm Pitch X2513 Series Connector

DIP type PA66 material welding heat
resistance range Soldering
time:3-5sec solder. Temperature:230
+5°C DIP B! PA66 M B )R 1Z M HCEE: 17

HENE : 3~5 ¥ IFIEIEE : 230+5°C

DIP type PA46 material welding heat
resistance range Soldering
time:3-5sec solder. Temperature:245

+5°C DIP B! PA46 #1 IR iEM G -

JRIERIE : 3~5 b, {BEESE : 245:5°C || PPearance ShYL

No Damage Tt 7#1R

Solder- Resistance

8 (BB )

SMT reflow soldering heat resistance
range: Soldering time:5~10sec
solder. Temperature:255+5°C

SMT BU[E[FFHEM HCEE « (REENE :
5~10 0. 1R#EE : 255+5°C

Please refer to the 7.1 solder reflow
temperature curve Ei1FIESE 7.1 R

i e

7.SOLDERING &% :

7.1. Reflow soldering profile( [EIF 12 ):When the maximum temperature of the reflow furnace
is 260 °C and the temperature is 260 °c. 10 seconds MAX. (reference) SMT Z![ClE¥F
EemEAN 260°C - SBEN 260°CH - KBABY 107 (WE )

8 minutes Max £55£5'c Max

10 sec Max

3'c/second Max

6°c/second max
21
200

150

— m=TJemperature®c

60~180sec
preheat

60~150sec

29%c

SR Time(seconds)

Notes: Please check the reflow soldering condition by your own devices beforehand. Because the
condition changes by the soldering devices, P.C. boards, and so on

P BT PC R Bl B R A B LU TR L S 5 7 AR 2
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