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1. SCOPE GEFEED

This specification covers the performance, tests and quality requirements for the 0.3mm FFC/FPC
dual contact side connector(H=1.0mm).(A 5w 7% 7 0.3mm FFC/FPC dual contact side connector
(H=1.0mm) [HERE. MR AI R 2 2R, )

2. PRODUCT DESCRIPTION ( F=##iR)

DESCRIPTION (##i&) Part Number CE}-5)

H=1.0mm applicable for 0.2mm thick cable(9-61pin) X03A10H21G

3. APPLICABLE DOCUMENT G&/IXH)
The following documents form a part of this specification to the extent specified herein. In the
event of conflict between the requirements of this specification and the product drawing, the
product drawing shall take precedence. In the event of conflict between the requirements of
this specification and the referenced documents, this specification shall take precedence. (
NINSCAFA AT ) — 853, FESEHE VG N o ARG EE R 577 i B A0E MRy, B i
BIAONHE . IERARTE R R 5 S R AR, BAATE e, D

EIA-364 (HTiEH8s ARG )
UL STD-94 (T 3B A4 Rl £ ZRC AT S 7 A BELBR A IR R 71 )

4. REQUIREMENTS (ZEXK)

4.1. Design and Structure C&itA45#))

Product shall be of the design, structure and physical dimensions specified on the applicable product

drawing. (7= snf BTt Gt AP B R SE 22 irid FH 17 o B 40O
PIN Position (PIN fi7) : See drawing (¥ W= i & 4%)

Contact (#filiZ74) : Double sides contact (XU JHI 4% fil)

TML Soldering (¥ FJ24R) : SMT (SMT %)
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PCB Thickness FPC 1 T=0.2+0.02mm
Coplanarity :0.20mm MAX.

4.2. Materials/ Finish (#1#}/2% I 4L )

Materials used in the structure of product shall be as specified on the applicable product drawing. (7=

Sl kb A IR LS 2 i F 17 i 1 40K)

Housing (F44&) : LCP Nature Color (Aff) UL 94V-0
Cover (H{#1) :LCP Black (Eff) UL 94V-0

Terminal (¥fif) : Phosphor Bronze (i)

Stator (GEfZF) : Phosphor Bronze (T4

4.3. Ratings
ltem Standard
Rated Voltage (Maximum) 30V
: AC/DC
Rated Current (Maximum) 0.2A
Operating temperature range 40 485
From -40 to +85 degree centigrade

5. TEST STANDARD (JUR#xH#E)
Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows (B 5 A UL, FH LLZEAT I & AT X AR v R 5%
ARG T

5.1 Ambient temperature (FA85EE) 15  to 35
5.2 Relative humidity (FHXT#2E) : 45% to 85%

5.3 Air pressure  (‘SJ%) : 86Kpa to 106Kpa

6. HOWEVER, IF DOUBTS ARISE CONCERNING JUDGMENTS. PERFORM UNDER THE
FOLLOWING STANDARD CONDITIONS. ({HR, fnSRxtHlgr=45816, B THRE%
HPAT)

Temperature (IR : 23%1
Humidity G2/%) : 50%+2% RH.
Air Pressure (5 Jt) : 86~106kPa
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7. PERFORMANCE AND TEST DESCRIPTION

7.1 APPRARANCE il
ITEMm | DESCRIPTION TEST CONDITION REQUIREMENT
Should not have any flaw
1 |a BRI Vi L CBED Scratch discoloration and
earance isual.
PP crushed (GAEMIRRE. Fif5
~ BRI
7.2 ELECTRICAL
ITEM |DESCRIPTION TEST CONDITION REQUIREMENT
Mate applicable FPC and measure by
L L | Contact dry circuit, 20mV Max. DC, 10mA.
ow Level Contac
1 (F— B FRR, Bf: 10mA, BE: DC [100mQ Max.
Resistance (EfiliFiH)
20mV
AT, fEFHLRERL FFC FrELR)
MIL-STD-202, Method 302,Condition B
_ ) Apply 250+10% volts DC between
Insulation Resistance ( ) ) )
2 sty ) adjacent terminal or ground (4|7 500 MQ Min.
] F4RIR TSR 2 B HEAN250V£10% DCH Fi IR
Rr1 404
MIL-STD-202, Method 301.
Apply 100 Volts AC(RMS) between
3 Dielectric Withstanding |adjacent terminal or ground. No Damage/Shorting

Voltage (i®HE)

Leakage current: 1ImA Max.
(5 BAEAE SR F ERFE A Z B HE N 100V AC
ImA FIREFRFEELS80, BOKURHL IR ImA)

(GBE%E, TR

7.3 MECHANICAL (HL#D

ITEM

DESCRIPTION (K#l)

TEST CONDITION (J3R&&A%)

REQUIREMENT (ER)




Doc. No. SP-A0162-02 Page No. 4/14

M ‘g }7 Date Issued 2024-08-29 Prepared by Shanzha

Connection
Date revised 2024-08-29 checked by SangShen

Product
Specification
Title 0.3mm FFC/FPC dual contact side connector(H=1.0mm)

Rev. No. A0 Approved by Willy

Apply axial pull out force at the rate of

Retention Force of _
1 Isingle Pin (3F#4PIN 25-100mm/minute. 0.2N/Pin Min
T (BA 257100mm/ MR BTERE, SEBERE | '

)

Apply axial pull out force at the rate of

Retention Force of 25-100 Iminut
~ mm/minute.
1 |GND Pin (FEsE k2 N 0.3N/Pin Min.
(PA 257100mm/ B HEREE, SIEEEIRH
PIN fR%/1)

) )

Inserted FFC into connector, apply
Retention force of axial pull out force at the rate of

FFC/FPC (FFC/FPC 20~100mm/minute.
REFID (FFC SEAERBRE, DL 207100mn/5H444]

HEEHIR)

0.3N Min/Pin
(PIN %X 0.3N Min. )

Mate applicable FPC and subject to the
following shock conditions. With
acceleration 490m/s2 lasting 11ms,
3times of shocks shall be applied for
3 [Shock (M) each 6 directions along 3 mutually
perpendicular axes. lusec Max. of discontinuity
CWRRTEFE 490n/s2, FFGERA Llns XVZ |is ok . (REARA R it
3 AV 6B 3 K (JE 18 KD FEFPC |1ps I FHINTHL)

BRARET D 120mQ MAX. Of Contact
Mate connectors and subject to the resistance is ok, No
following vibration conditions, for Damage . GA%/5PEPLE

period of 2 hours in each of 3 mutually |120mQ MAX. SMRFER#)D
perpendicular axes. Amplitude:
1.52mm Frequency: 10~55~10Hz in 1
minutes.

(BR#E 10-55-10Hz, ZBIE 1.52mm, #¥:
WHE] 1 8iE#. X/Y/Z FR& 2 /e
» &3+ 6 /B, FEFPC #E&WRE T

4 |Vibration GEzh)
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5 | Duration (fifA&)

lock/dis-lock 20 times with loading.

(AFRET 20 KO

120mQ MAX of Contact
resistance is ok,

No Damage.

(A& JEFESTE 120mQ MAX.,
SERTCAHE)

7.4 ENVIRONMENTAL (3F%)

ITEM | DESCRIPTION (k#)

TEST CONDITION (GUi&RZ&%H)

REQUIREMENT (ZE3R)

Heat Resistance

Mate applicable FPC and expose to
85+2
the
specimens shall

for 96H, Upon completion of
the
be conditioned at

exposure period, test

ambient room conditions for 1H, After

A. lusec Max. Of
discontinuity is

ok.. CRIGHEA KA
1#s BAERIBTE)

B.120mQ MAX of Contact

conditions for 1H, after which the
specified measurements shall be
performed. CEE 40+£3°C; BF
90795% RH, Bf[A] 96H RGEHBHET
TRE 1 /M FERAFPC #HARETID

1| () resistance is ok. CiR%)EFH
which the specified measurements|HifE 120mQ MAX, AFWER:
shall be performed. (85+2C%MHT LY
E 96 /M, REEEBEFEETHE 1 /M C. Retention force is above
H PIN %X 0.3N B E)
FPC A RETRHD
A. lpsec Max. Of
Mate applicable FPC and expose to discontinuity is
: . ok.. GREHEA KA
40+3 , relative humidity 90~95% for  |1ps DL _EEIBTE)
96H, upon completion of the exposure
] ) B. 120mQ MAX of Contact
period, the test specimens shall be resistance is ok. GRIJEE
o conditioned at ambient room JuE 120mQ MAX, SPRTER
2 |Humidity w)

C. Insulation Resistance
#2MEH) 500 MQ Min.

D. Dielectric T E) : No
damage Shorting T&H%,
kD)
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High/Low temperature

Mate applicable FPC and proceed
5cycles of high/low temperature based
on below table, after that, the test
specimens shall be conditioned at
ambient room conditions for 1H before
the specified measurements were
performed. (3T THZEMEH FIEREIES %
, EHE 5 ANEH, REEEREE TR
E 1 PEEIRAFPC BARS TR
Temperature | Time
-550°C 30min
255 °C 5min
857 30min
2575 C 5min

Bl |pa =

A. lpsec Max. Of
discontinuity is

ok.. CRIEA RART
1us DAEFIMrER)

B.120mQ MAX of Contact
resistance is ok. G5
f_ﬁk{)a‘ 120mQ MAX, AL H
(i

C. Retention force is above

0.3N/Pin (FPC {3158
PIN #X 0.3N PAE)

4 Salt Spray
(HKBE)

In the salt water concentration of 5%,
the temperature of 35 x1 in the
environment of gold plating for 48
hours, tin plating for 24 hours (FE#K
WA 5% B 35CHICHRFERES
FRB248/NNS, GEBIFLE24/ D)

No Corrosion. GRI)Efl s
REHERT k)

Solderability
(AT )

Dip soldering tail into Tin oven,
15
the test specimens shall be lasted

3sec. (BEEMAIBNEEAN 245CE5TC
RGPPSR 3 B

Temperature of Tin oven is 245

be
easy wetting by melted

Soldering tail shall
tin, Tin shall cover over
90% of dipping area of
soldering leg. (/28R
BHBIER ORNEE, RSB
RN HGRAERKI90%EL B
)

Resistance to
soldering heat

CRRBRT Rtk )

Heating temperature profile (FiZim#H)
: 150 180 60~120Sec.

Peak temperature (&%) : 25045
,over 230 last 30+5Sec. (WAEIEFE
250+5 C,230CRPAE 305 #»)

Contact resistance 50mQ
Max., no

damage. GRE/EEEMEE
z)&z 50mQPA T, HANKTERE
Retention force is above

0.3N/Pin. (FPC {34 /75RELE
PIN #X0.3N PAE)
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Recommend
7 Temperature profile

GEFEEREM GRE/

Heating temperature profile (B
) 1150 180 60~120Sec.

Peak temperature (J&#) : 25045 ,
over 225 last 30 + 5Sec. (&HEEE
2505 C,225CBAE 305 #)

The profile is only for reference, lock

250°C

230°C
180°C

150°C ; Preheat.ing
60—~120s

/‘ Solderin

30~60s

JREERED D cover shall be opened when proceed
IR reflow. (Lb‘:iﬂ)ﬁlﬁ]?ﬁﬁﬁ%‘%, R Temperature profile
BEGFRE, BESTHD
Note (%) :

The test specimens shall be complied to the visual requirement and clause 8.
FailaE, RAFE HAAMIESK, Tofifh, HERrEE 6 Mlbire e i) i sK)

8. Product Qualification and TEST GROUP )
TEST GROUP (JURA4H)
Test
Content/sequence ( Al A2 A3 A4 A5 A6 A7 A8 A9
TR TEST SEQENCE
Appearance 1,6 1,5 15 1,7 1,9 1,6 1,3 15 1,7
Contact Resistance 25 2.4 25 2.6 2.4 2.4 25
Insulation Resistance ( ) 3,7
Dielectric Withstanding Voltage
4,8

TML Retention Force 4
GND Retention Force 3
FFC/FPC Retention Force

FFCIFPC 2 3.6 3,5 3.6
Shock 4
Vibration 3
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10 |Duration 3
11 |Heat Resistance 4
12 |Humidity 5
13 |High/Low Temperature 4
14 |[Salt Spray 2
15 [Solderability 3
Resistance To Soldering Heat
16 9 4
17 Recommend Temperature Profile
/
Number of Samples Required
B1 B2 B3 B4 B5 B6 B7 B8 B9

Note (&1) :
1. Sampling principle: Each test group shall include the representative sample,

9. QUALITY WARRANTY JFBHIEHIME:

i.e: each group have one complete cavity of sample. If there are no cavity

number or marking on sample, sample shall be applicable to the principle of
randomness. MHARFALRE Sk E SR Fea— HARNAREA B, RS 5 B e E,

I —REARE SO EEA —BUR E A S B 5, AT & BELIE B .

2. Test group selection principle: test groups conform to the principle of
randomness, 9 groups are selected randomly to test in the whole groups. i
EH e JE I MR AT S BENLYE, Fe A TREA P BELE . 9 H AT,

3. Al, A2, A3...... A9 means test group number. EEHAL, A2, A3......A9 X/

NIRRT 5

4. B1, B2, B3....... B9 means sample size, when sample has cavity mark or

numbering, it means sample size is one complete cavity of sample. Otherwise,
it means 8pcs sample. K%+ B1, B2, B3....... B9 R NI 2H A R A i 2 3
H, SAESEHR T, RRNEER -, LRSS, Bl, B2..... B9 34

KRN 8PCS Hfiie
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Unless otherwise specified, we comply with the quality of samples submitted for
customer qualification, we will follow up the released process, in order to
ensure that products meet specifications when customer start to purchase
product from us. In case any material or design changed, we will provide
changed sample to get customer’s approval, before sample was qualified, we
will not ship changed product to customer. FEIERF A E, EALABCREF,
AR T2 7 P b i, JRATTRHZ IR SR sl R AR, URIE™
AT A RS ISR . A AR B B I, — e R AR PR R i TS 4R AL
2% I AT

9.1. Re-qualification ( V&K IMNGE) -
If there are any changes that impact the structure, function and quality, product

need proceed new product developing process to verify product quality and
reliability by Engineer. 405 il i ix F2 Hh A BRI AR 55 sz 21 7= 5 el e F= i
JRERE, AR BT I A SR A P AR, 7 ot Dok 2 BT & i o =
AT FEE B R AR AR AIE

9.2. Quality Requirement (JR&E%ER) :
If test device setting up mistake or improper operation lead into
misjudgment, need re-qualify product by new sample. ¥ & % & 5
BAEALESBARAE, 7T HEFENE.
If XKB sample is NG, XKB shall improve sample before XKB send sample to
customer for verification purpose. 247= AN KR AR, NREUSF IE 5 i &
IERE, PR ET R DA 1A e

9.3. Test Data (faZ&%(#i) : Test data shall be recorded, evaluated and as evidence of
above clause. f &R EHE N1, WG, FFAE NP LSRR .

9.4. Package & Shipment (i ft#E4%) : Product should be adequately protected from
damage by packaging material during product convey, which affects appearance and
function of product . FTA Q3R T Rt LhOig i B v = at Sz i, AT S0 7= i
HEI STy RE -

10. PRODUCT NOTES= BiEEE A
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10.1. Storage Instruction (K A{RFERTER) :

A. Storage place need control dust and moisture. £R473% Frid = B 242 B
B. Do not Store product near the object which could generate ammonia, sulfide gas.
LR/ L RN R R AN R A N e b | i p L
10.2. Use Instruction (fff fyE=ZFHID -

10.2.1. Operation Instruction (F/ER )V ZHTD
(). Insert FPC in parallelly with connector, please note that contact point of

connector is slightly prominent, if conductor of FPC do not engage with contact
point properly, device will not transmit signal and operate smoothly. FPC HE£kF-47
A, HES, EEENAAERE, WRARIEFEALE FPC HZSHES S
fik y B, i 15 T A UL RS R BRI VR R R TAE.

(2). Need make sure that FPC is fully inserted, otherwise it will result contacting
issue.ifith FPC Hidse e dliAN, HIIA e S M AR .

(3). Lock cover shall be opened before FPC cable is inserted. KA\ FPC HEZHT
HANE L T .

(4). Do not use excessive force when insert/withdraw FPC cable, it may damage
connector or result contacting issue. $#k4fi FPC HFER AZH Jiid K, ST FES
FUERE AR A B A R .

(5). Once lock cover separated from HSG body or broken, please do not use this
product. — BN S EAAR AN A . Wi, ZEREE 2 A .

(6). When press down lock cover, fixed moderate position on both sides of
connector with finger and ensure that use uniform force to press lock cover. If lock
cover is not pressed down to right position, it may lead to contact issue. T JE%i#1
INf, 3 TRk e L E A, WROREN e R TN s, IR R e 4
N, WRSEEMAR .

(7). When press down lock cover, applied horizontal force( in parallel with PCB) is
acceptable. T 1IN, AILEKFT7IR CHAT TR H7.

(8). When release lock cover, seized moderate position on both sides of connect
with finger or entire of lock cover to flip up slowly. It may lead to damage or
contacting issue, if only flip up lock cover unevenly. fEERBFIRT, N F I HAESHT
PimE A E, BAME R BHTEENGE, ATAUE —ad 2, IHaIE W
N R FERA R

(9). The following operation which may lead to connector damage, TML deforming
and contacting issue should be taken to avoid when flip up lock cover,
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insert/withdraw FPC cable. &28i41. k4l FPC HEZRIy, Wiy &% LT il RS 3L
BRI L Ui T AR SRS R R A

-- Pull out cable before lock cover released. KA S Ik if FPC Hitk.

-- Cable is tilted at the direction of up and down, left and right when

insert/withdraw cable. #1fi FPC HE&7E T 477 1A KGR .

10.3. Concerns on Designing (¥ it {7 2 F 10D
(). Do not apply force to cable directly when assemble FPC cable with connector.
Do not over-bend cable at the joint area between cable and connector, Ensure that

cable do not withstand loading. & FPC HEZLN, ANE BB ERERSEM S, A
FEAEIT AR I L E S Hf FPC HEZk, BN AR B 3K 32 7 fr
(2). Please fix FPC cable firmly if connector contact with vibrating component, or is
the equipped components of mobile device, sites. 428835 774 SR BHHALEE L,
BAE N BB B TSR A, 1B EE LT FPC HEZ
(3). Please use our recommended cable dimension. % { B A1 1A A HEFER) FPC Higk 2URf
R
(4). When Design PCB board, please ensure that there are enough room for connector
mounting and cable assembly. %11 PCB M BT {5, 15#fR 2881, PLANE. 3
THE T R A 25 1]
(5). Tin plating product may result tin whisker, need evaluate the risk when Engineer
design. 8™ i ] e A AU R, TARBCTHIN 1 PR Al XU

10.4. Soldering instruction A3z} F)IE B FH )
(). Do not proceed IR reflow process or manual soldering process when lock cover flip
down or FPC cable inserted into connector, it will lead to contacting issue. A~ ZE L8] T &
5 FPC i AR HEATRIRIE . T IR, anth ] A R .
(2) . Please use the recommended IR reflow temperature profile.i% < A] e 4 F A< 2\ 7] 447

[0 2 A RS

P.S: Reflow parameter will be changed depending on variance of Tin types, welding material,
Tin thickness, PCB base and other welding material, please check and use the suitable reflow

parameter before soldering. (& : [FIVUIEFZAKH TIREG R, HEEME. BEE. 1§
RN HAb R AT AS R T A AR AR A, S R 2 A5 7 A S B ) AR e 2 A
- )

(3). Please use the recommended IR reflow temperature profile.When using manual

soldering process, please ensure that soldering parameter can make sure the soldering
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area is reliable >k H T TR, 15T S ORIE RBEAD ] FEME IR B 561
Do not excessive welding, avoid flux remaining on the TML. %) id B /4%, LU BhIE
75 B 2w b
Do not use iron press on soldering part, avoid soldering part deforming.i& 7] ¥ 1542 &
T WAK (7 dakasy Gt -3 il VAN wRR D G 7
Do not use iron heat outside of soldering area of TML, avoid soldering part deforming

T AR, DL BRIk B 3o L

11. COMMITMENT Z i B A& 18
Thank you for using XKB Technology products. &gt & RHE 17 5. D

Unless otherwise there are written assessment, agreement or illustration, the
following clause and warrant will apply to XKB technology products. (f&IE5H 1
TRA . L0, DA R A R R (5 AT TR 7 e )

11.1. Warrant Warranty ff:iiF 4 %5 :

11.1.1. Period (fRIEHIFR) : Warranty period of solderability is 3months when product
docked designated destination. fRiE (FJAREPE) AR yikiA48E S5 1 3 MHW.

11.1.2. Scope (fRiEJEHE) : Within warranty period, XKB technology agree to offer free
maintenance service or spare parts if the quality issue belong to our responsibility, but the
responsibility do not take charge of the following situation: fRIFEIAR N, KAA A & TAF KT
bR, BRI R R4 EEER A . B BUN R B S B )

A. Use product at circumstance other than those specified in this specification. 7& A4 k{4

FiRE ASMI A B S5 A AL .

B. The issue do not result from XKB product. JEA 2 &) 7= i 5t 8 B S 3500 7] 78

C. The modification, repairmen do not carry out by XKB. JEAA 7 HEAT 50 . 53,

D. Beyond the design purpose use product. # H &t F g i A A & 7= i
E. The situation based on the current science and technology can not be predicted in

advance when XKB ship out product. H 42 =777 it & BRI RS EORKFRTIR, ik
PR B TR B SR
F. Other situations such as natural disaster which situation XKB can not control. At i#
LIRS SN DS Y NN P2 € ER A R RN I RV

11.2. Limitation of Liability (5i1F-BEE) : For special, indirect damages which caused by XKB

product,XKB do not take the responsibilit. S 3} 5 DR A 28 =] 72 i BT R 3 A AR ol P . )
B H . T E A KIS
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11.3. Conditions of appropriated use.jd 24 FH i ) 4% {4

11.3.1. When XKB and other company product combine to use in customer side, customer
need take the responsibility to confirm that the product is suitable for customers system,
mechanical devices and equipment. 53R 17 F AL A & = A SR, FH A ST
AT S AR AR . B SRS = i F T2 P R Gt HLBCR B s .

11.3.2. When products are used in the following situations, please consult XKB customer
service representative to ensure that XKB product performance have sufficient margin
compared with customer application request, and have safety monitoring system such as
safety circuits to minimize the risk in case breakdown take place. 7£ L F & TAE A, 37 1]
RPN RAE SR, DRE” SIS EEEER EA 2 RE, DUIGES 24 il
I 1 o (1 7% SN Rl 4 -2 SN T v (AR = N

A. Used in outdoor, the place with potential chemical contamination or electrical
interference, or the environment which beyond specified specification. F4MiEH], AR
CRE T = R w7 1 < S B S TRt S aF S U N R S

B. Used in nuclear reaction systems, railway systems, aviation, transportation
equipment, medical equipment, entertainment equipment, safety devices, or standard
equipment of government, industry . AMEH, H TR RS S A5, i, &
B BRIT A BRORAS. 2, BBUR . TSR &

C. Used in the systems, instruments and equipment which have dangerous effects on

human life and property. % - N KA g P e fE B 2 i R Ge . debil &%
D. Used in the gas, water, electricity supply system and the system require 24H

continuous operation, the system require high reliability. <. /K. B4 RS, DIAFE 24
NN IELE I RS, WA EEMEEDR S RS .

E. Used in all above 4 situations, other application environment which require high
security. Xt TLA L 4 %, HABER S E 2R HIE.

11.3.3. When XKB product is used those occasions which have a significant risk for human
lives and property, customer must take full account that the system has been deigned to
meet the needs of security, ensure that the design contains the hazard warning and has
safty redundancy, make sure that the connection and fix of product is properly to meet the
intended purpose. B2 3R 7 5 FH T N Al 72 22 4 8RR 137 6 B 0 200 4 THT 5
RGO O AT EN ek BRSO A S G R B R 22 A TUAR A ORAS 7 il B34 33 K% [ 7
iE 2 AT & TR A&

11.3.4. Particular case shown in this specification is for reference only, the functionality, safety
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of equipment shall be confirmed before it is used. HxH ALK BAA RGN LS %, KB KL
SRR HATESRIA L DI Re It . At

11.3.5. In order to avoid unexpected damage to the user or other parties when XKB product is
used,please make sure you understand and fully comply with all the relevant prohibitions
and precautions. Syt A 2\ 2 AR A B A R AE AN IS RO B AT O S, B RIE T
PRAREIF 78 70 ST AR A SRR ANE R I,

11.3.6. The rating parameter specified in this document is determined in a separate
experiment,it can not repeat the same result under complex conditions. The specification may
be changed as product improvementas otherreasons,please checkthe latest specification with
XKB customer service representative before you purchase. H3H1i0# 7 7= e tEAefE, %
BUEAEMSLRIG I E, ARE R ORAEFE R & 5 AF NIk B R RIUE . Jyesodt ™ it m O A 5 ]
Al REAS B H serb RS LA, ) SEIN 1 5 22 3 1) 25 AR AR R A B SIE B 1) 77 et A o 7 il A 45
FATAEES %, L2 2Bl H i AR I 2 ISR 40 R SR ks ) 7 it A%

12. RECOMMENDED FPC CABLE FPC
Parl'gtlal\gme Material #4 %}
Base Film - -
A Lo Polyimide ZRME; 1% t=25um
Coppg;Foil Copper foil plate Gold(under plate t=35um Gold plating
CEKE Nickel) il ¥4 CTEEHD 0.1um Min.
Cover Film o N
7 X Polyimide 5t % t=25um
Stiffener polyethylene glycol terephthalate %Xt —H | t=188um Min.
NG 57— i imide B o
Ahugpg iR 2. —FERgPolyimide JEmE Y% t=175um Min.
Notey:

Recommended FPC
thickness:0.2+0.02mm
EE R FPC JEEE: 0.240.02mm
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