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Heyco® Quick Connect Terminals
Male Terminal Tabs - .032 gauge – Schematic Drawings

Materials                             Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                           Tin-Pl = Brass, Tin plated before or after stamping
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HEYConnect™ Terminal Bushings
Bushings with Double Male Terminals

TERMINALS PANEL DIMENSIONS PART DESCRIPTION PART DIM.
A B C NO. D

No. of Mounting Hole To Prevent Maximum Overall
Poles Width Diameter Rotation Panel Thickness Black Length

in. mm. in. mm. in. mm. in. mm. in. mm.

Non-polarized

1 .25 6,4 .500 12,7 .465 11,8 .125 3,2
4240 DC 50-1-M/M 

.94 23,94250 DC 50-1-M/M Tinned
1 .25 6,4 .687 17,4 .640 16,3 .125 3,2 4380 DC 68-1-M/M

.94 23,9
2 .25 6,4 .687 17,4 .640 16,3 .125 3,2 4440 DC 68-2-M/M
Polarized
1 .19 4,8

.687 17,4 .640 16,3 .125 3,2 4428 DC 68-2-M/M Polarized .94 23,9
1 .25 6,4

• Small, snap-in nylon receptacles for 
   low cost, insulated, quick connection 
   or disconnection of your wires, 
   through panels, housings or 
   detachable shrouds.
• Typical uses are data processing and 
   vending machines, motors, power 
   supplies, and controls.
• Non-polarized HEYConnects feature 
   1/4˝ (6,4 mm) internal brass male 
   terminals, to mate with standard 1/4˝ 
   (6,4mm) female Quick-Connects.
• Polarized HEYConnects feature 1/4˝ 
   (6,4 mm) and 3/16˝ (4,7 mm) internal 
   brass male terminals, to mate with 
   standard 1/4˝ and 3/16˝ female 
   Quick-Connects.
• Two-terminal HEYConnect bodies 
   feature markings that correlate the 
   terminals, front to back.
• Available in double-male and 
   male-solder configurations.
• Rated for 300 Vac/Vdc @ 8.2 Amps.
• See schematics on page 8-12.
• DFARS Compliant

Material                                            Polycarbonate
Certifications                                    Recognized under the Component Program of 
                                                        Underwriters’ Laboratories File E467283 to both Canadian 
                                                        and US Requirements
Flammability Rating                         94V-0
Temperature Range                          32°F (0°C) to 266°F (130°C)

Standard color black. Consult Heyco for white and other colors.

TERMINALS PANEL DIMENSIONS PART DESCRIPTION PART DIM.
A B C NO. D

No. of Mounting Hole To Prevent Maximum Overall
Poles Width Diameter Rotation Panel Thickness Black Length

in. mm. in. mm. in. mm. in. mm. in. mm.

Non-polarized
1 .25 6,4 .500 12,7 .465 11,8 .125 3,2 4270 DC 50-1-M/S-Tinned .92 23,4
1 .25 6,4 .687 17,4 .640 16,3 .125 3,2 4410 DC 68-1-M/S-Tinned

.92 23,4
2 .25 6,4 .687 17,4 .640 16,3 .125 3,2 4470 DC 68-2-M/S-Tinned

Polarized
1 .19 4,8

.687 17,4 .640 16,3 .125 3,2 4468 DC 68-2-M/S-Pol Tinned .92 23,4
1 .25 6,4

Bushings with Tinned Male to Solder Terminals
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HEYConnect™ Terminal Bushings - Schematics
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Heyco® Quick Connect Terminals
See pages 8-8 & 8-9 for mating Quick Connect Male Tabs.
For Heyco Applicators, see page 8-59
Female Terminals

.06

L

W

D

Insulation 
Support Terminals

• Quick Connects allow you to easily
   choose the right terminals for your
   application.
• Insulation Support Terminals provide
   strain relief as well as support for
   insertion into the housing, allowing
   the terminal to withstand shock 
   and vibration.
• Low Insertion Force and Non-Insulation
   Support Terminals provide ease of
   assembly onto the Male Tab as well
   as a Heyco patented lance tab for 
   better contact and stronger hold on 
   the Male Tab.
• Can be applied with your existing
   equipment or with Heyco Applicators.
• These applicators offer reliable
   connections semi-automatically and by
   integration into automated termination.
• Field Tested.
• Available in brass and pre-tinned brass.
• Most popular configurations available.
• .110˝ straight
• .187˝ straight
• .250˝ straight
• .010˝, .0160˝, and .0180˝ gauge material.
• Available in strip form only except
   Part No. 7954: bulk.
• Consult Heyco for many additional 
   terminal options not listed here.
• DFARS Compliant

  

.60

W

L
D

Non-Insulation 
Support Terminals
(Crimp)

D

L

.06

WInsulation 
Support Terminals-LIF

Materials                             Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                           Tin-Pl = Brass, Tin plated before or after stamping
Certifications                       Listed under Underwriters’ Laboratories File E137778
                                           Certified by the Canadian Standards Association File 97795

                                           PART DATA                                         PART NO.         FEED                      PART DIMENSIONS
  Stock       Insulation         Mating          AWG
 Gauge           Dia.             Tab Size        Range        Material                                                        W                 L                D
     in.                in.                   in.                                                                                                     in.                in.              in.

Insulation Support Terminals
                                     

.110 x .020      22-18
          Brass           7940

  .010       .060/.100
                                                Tin-Pl           7941          

Traverse           .148             .64            .25                                     
.110 x .032      22-18

          Brass           7942
                                                                                Tin-Pl           7943
                                     

.187 x .020      18-16
          Brass           7932

  
.016       .090/.130

                                                Tin-Pl           7933          
Traverse           .232             .59            .25                                     

.187 x .032      18-16
          Brass           7930

                                                                                Tin-Pl           7931

  .016       .120/.170      .250 x .032      18-14
          Brass           7920

                                                                                Tin-Pl           7921          Traverse           .296             .75            .30
  .018       .120/.170      .250 x .032      18-14          Tin-Pl           7923

Insulation Support Terminals - Low Insertion Force

  .016       .120/.170      .250 x .032      18-14
          Brass           7924

         Traverse           .300             .75            .30                                                                                Tin-Pl           7925
Non-Insulation Support Terminals

  .010              -             .110 x .020      16-12           Brass           7946          Traverse           .148             .70            .25
  .016              -                  .250           Solder          Brass           7954             Bulk              .300             .57            .30

W

L
D

n.059 REF.
(SOLDER HOLE)

Non-Insulation 
Support Terminals
(Solder)
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Flag Insulation Support Terminals

Fits .11 and .02 x
.03 and .02 Male Tabs

W

.05

L

D

• Quick Connects allow you to easily
   choose the right terminals for your
   application.
• Flag Insulation Support Terminals
   provide strain relief as well as support
   for insertion into the housing, 
   allowing the terminal to withstand 
   shock and vibration.
• Can be applied with your existing
   equipment or with Heyco Applicators.
• These applicators offer reliable
   connections semi-automatically and by
   integration into automated termination.
• Field Tested.
• Available in brass and tin-plated brass.
• .016˝ and .010˝ gauge material.
• Available in strip form only.
• DFARS Compliant

Materials                             Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                           Tin-Pl = Brass, Tin plated before or after stamping
Certifications                       Listed under Underwriters’ Laboratories File E137778
                                           Certified by the Canadian Standards Association File 97795

Flag Terminals

                                           PART DATA                                         PART NO.         FEED                      PART DIMENSIONS
  Stock       Insulation         Mating          AWG
 Gauge           Dia.             Tab Size        Range        Material                                                        W                 L                D
     in.                in.                   in.                                                                                                     in.                in.              in.

Flag Insulation Support Terminals
                                                                                Brass           7950
  .016       .110/.160      .250 x .032      18-14          Tin-Pl           7951           Traverse           .300             .48            .24
                                                                                Tin-Pl           7953*

Flag Terminals

  .010              -             .110 x .020      24-18           
Brass           7910

          Traverse           .148             .31            .15                                                                                Tin-Pl           7911
* Left-handed Flag.

Heyco® Quick Connect Terminals
See pages 8-8 & 8-9 for mating Quick Connect Male Tabs.
For Heyco Applicators, see page 8-59
Flag Terminals
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Heyco® Heavy Duty Ring and Spade Terminals
For Heyco Applicators, see page 8-59

1.125

.810.810

.72

.477

HD Ring

HD Spade

.810

.72
1.125

.477

PART DATA PART APPLICATION TOOLING *
Insulation Hole AWG NO. Parts Crimp

Crimp? Dia. Range Material Die ** Feed per Punch Anvil
in. Feed

Heavy Duty Ring Terminals

6072 6072SXX5 Rear 3 0W29, 0W28,
No .265 12-8 Brass 0W46, 0W45,

6073 6073SXX5 Rear 2 0W48 0W47

No .265 8-6 Brass 6070 6070SXX5 Rear 3 0W29, 0W28
6071 6071SXX5 Rear 2 0W49

Heavy Duty Spade Terminals

6082 6082SXX5 Rear 3 0W29, 0W28,
No .265 12-8 Brass 0W46, 0W45,

6083 6083SXX5 Rear 2 0W48 0W47

No .265 8-6 Brass 6080 6080SXX5 Rear 3 0W29, 0W28
6081 6081SXX5 Rear 2 0W49

* Use the Heyco Standard Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge.  Please specify Wire Gauge when ordering.

Material                                 Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
Certifications                        Listed under Underwriters’ Laboratories File E95474

• Three up and two up applicators allow 
   operators to attach multiple terminals 
   at once.
• .0315˝ and .040˝ gauge material.
• Available in strip form only.
• HD Spade features 90° bend to lock 
   screw in place.
• DFARS Compliant

w/90° Lock
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Heyco® Ring and Spade Terminals
For Heyco Applicators, see page 8-59

.06

.14

.59

.34

.40

.17

.15

.14

.59

.34

.40

.17

Spade 24-18 AWG

.36

.31

.16

.69

Ring 20-14 AWG w/Ins. Crimp

.36

.31

.53

.16

Ring 20-14 AWG

Spade 18-14 AWG (shown w/90° lock)

    

    

.36

.18

.72

Ring 16-12 AWG

    

.36
.17

.18

.72

Spade 16-12 AWG

                       PART DATA                         PART NO.                                          APPLICATION TOOLING*
 Insulation    Hole      AWG                                                                                                           Tool                  Crimp              
   Crimp?       Size     Range    Material                              Die**                 Feeds                    Packs                 Punch         Anvil

Ring Terminals
                     

#6       20-14
     Brass         8121         8121UXX5

                                               Tin-Pl         8120         8120UXX5
     

Yes
           

#8       20-14
     Brass         8123         8123UXX5        

Left to Right        B810L/B811L         C152         C157                                                Tin-Pl         8122         8122UXX5
                     

#10      20-14
     Brass         8125         8125UXX5

                                                Tin-Pl         8124         8124UXX5
                      #6       20-14      Brass         8131         8131UXX5
      

No
           

#8       20-14
     Brass         8133         8133UXX5        

Left to Right        B810L/B811L         C152         C157                                                Tin-Pl         8132         8132UXX5
                     #10      20-14      Brass         8135         8135UXX5
                     #10

     16-12      Brass         8139†        8139UXX5                   (.180)
      No           #10

     16-12      Brass
        8145†        8145UXX5

       
Left to Right        B982L/B983L         C908         C909

                   (.197)                                     8147††       8147UXX5
                     .265     16-12     Tin-PI         8146         8146UXX5

Spade Terminals
                      

#6
      24-18      Brass         8100†        8100UXX5

      
No

                      18-14      Brass         8110         8110UXX5        
Left to Right        B800L/B801L         C064         C070

                      #6       
18-14      Brass         8140         -                   w/lock

      No           #10      16-12      Brass         8144†        8144UXX5        Left to Right        B982L/B983L         C908         C909
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Not UL Listed.
†† Larger crimp than 8145; not UL Listed.

Materials                               Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
Certifications                        Listed under Underwriters’ Laboratories File E95474

.77

.23

n.47

.20

.54

n.27

.08.13

.03

.98

Ring 8146

• Insulation Support Terminals provide 
   strain relief and wire support for 
   vibration resistance.
• DFARS Compliant
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Ø .12 (2)
BEFORE
FORMING

UL/CSA

MOLD LINE

.63
.28

1.15AA AA
.50

Ø .12 (2)
BEFORE
FORMING

UL/CSA 

MOLD LINE

.77
.50

.28A A 1.29

6110

6112

B B
.77

.28
.50

1.29

Ø.125
BEFORE
FORMING

UL/CSA

MOLD LINE

B B
.77

.50

B-BØ.125
BEFORE
FORMING

.28UL/CSA

MOLD LINE

6134

• Easy loading for increased molding 
   efficiency.
• Use inexpensive Heyco load pins 
   (consult Heyco for details on our 
   complete line of blades and pins).
• Reduce PVC usage and allow more 
   cavaties per mold.
• All Ground blades feature 90° leg for 
   twist-locking mechanism.
• .056˝ gauge material, cut-out shapes 
   and radius are all UL Specified.
• DFARS Compliant

1.12

.68

1.000

7550

                              PART DATA                          PART NO.                            APPLICATION TOOLING*
                                            AWG                                                                                                   Tool               Crimp           
             Type                      Range       Material                              Die**             Feeds              Packs             Punch       Anvil

Male - for snap together Male Nylon Premold Bridges see page 8-20
  TL-L5-15-W&B†             18-14         Brass         6150         6150UXX5
  TL-L5-15-G                    18-14         Brass         6152         6152UXX5
                                                           Brass         6110         6110UXX5
  TL-L5-15-W&B†             16-10         Tin-Pl         6111         6111UXX5
                                                        Post-Ni        6126         6126UXX5

                                                           Brass         6112         6112UXX5
  TL-L5-15-G                    16-10         Tin-Pl         6113         6113UXX5         Bulk          B958/B959         C663       C667
                                                         Post-Ni        6127         6127UXX5
  
TL-L6-15-G

                   18-14         Brass         6164         6164UXX5
                                        16-10         Brass         6134         6134UXX5
  
TL-L7-15-G

                   18-14         Brass         6160         6160UXX5
                                        16-10         Brass         6130         6130UXX5

Female - for snap together Female Nylon Premold Shells see page 8-20

  TLR-L5-15                     16-10         Brass         7550         7550UXX5
       Left to                  

                                                                                                                        Right        
B972L/B973L       C784       C783

  
TLR-L7-15                     16-10         Brass         7551         7551UXX5

       Left to                  
                                                                                                                        Right        

B972L/B973L       C784       C783

* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Can be used for L6 and L7-15 configurations.

6130

Materials                            Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                          Tin-Pl = Brass, Tin plated before or after stamping
                                          Post-Ni = Brass, Nickel plated after stamping
                                          6/6 Nylon

Heyco® Turn-2-Lock Cordset Contacts
For Finished, Custom Turn-2-Lock Cord and Plug Sets, see Section 9
15 Amp
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Heyco® Turn-2-Lock Cordset Contacts
For Finished, Custom Turn-2-Lock Cord and Plug Sets, see section 9
20 Amp

Ø .11
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Ø .12
BEFORE
FORMING

UL/CSA 

MOLD LINE

.73
.53.30

1.25A A

6114

Ø .11
BEFORE
FORMING

Ø .12
BEFORE
FORMING

UL/CSA 

MOLD LINE

1.25

.73
.53

.30
A A

6116

Ø .12
BEFORE
FORMING

Ø .11
BEFORE
FORMING

UL/CSA 

MOLD LINE

.90
.73

.53
.30 1.42

6118

UL/CSA

MOLD LINE

.30
.53

.90

Ø.11
BEFORE
FORMING

Ø.12
BEFORE
FORMING

.13

1.41
A A

6138

.74

1.25

1.000

7552

• Easy loading for increased molding 
   efficiency.
• Use inexpensive Heyco load pins 
   (consult Heyco for details on our 
   complete line of blades and pins).
• Reduce PVC usage and allow
   more cavities per mold.
• All Ground blades feature 90° leg
   for twist-locking mechanism.
• .056˝ gauge material, cut-out shapes
   and radius are all UL Specified.
• DFARS Compliant

Materials                            Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                          Tin-Pl = Brass, Tin plated before or after stamping
                                          6/6 Nylon

                              PART DATA                          PART NO.                            APPLICATION TOOLING*
                                            AWG                                                                                                   Tool               Crimp           
             Type                      Range       Material                              Die**             Feeds              Packs             Punch       Anvil

Male - for snap together Male Nylon Premold Bridges see page 8-20
  TL-L5-20-B                    18-14         Brass         6156         6156UXX5
  TL-L5-20-W                   18-14         Brass         6154         6154UXX5
  TL-L20-G                       18-14         Brass         6158         6158UXX5
  
TL-L5-20-W†                  16-10

         Brass         6114         6114UXX5
                                                          Tin-Pl         6115         6115UXX5
 
TL-L5-20-B†                   16-10

         Brass         6116         6116UXX5
                                                           Tin-Pl         6117         6117UXX5         Bulk          B958/B959         C663       C667
  
TL-L5-20-G                    16-10

         Brass         6118         6118UXX5
                                                           Tin-Pl         6119         6119UXX5
  
TL-L7-20-G

                   18-14         Brass         6162         6162UXX5
                                        16-10         Brass         6132         6132UXX5
  
TL-L24-20-G

                 18-14         Brass         6168         6168UXX5
                                        16-10         Brass         6138         6138UXX5

Female - for snap together Female Nylon Premold Shells see page 8-20

  TLR-L5-20                     16-10         Brass         7552         7552UXX5
       Left to        

B972L/B973        C784       C783                                                                                                                        Right
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Can be used for L7 and L24 configurations.
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.62

Ø .13
BEFORE
FORMING

Ø .12
BEFORE
FORMING

UL/CSA 

MOLD LINE

.80

.37 1.33
A A

6120

Ø .13
BEFORE
FORMING

Ø .12
BEFORE
FORMING

UL/CSA 

MOLD LINE

1.33

.80
.62

.37
A A

6122

Ø .12
BEFORE
FORMING

Ø .13
BEFORE
FORMING

UL/CSA 

MOLD LINE

.97
.80

.62
.37 1.50

A A

6124

Materials                           Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                         6/6 Nylon
Certifications                     Listed under UL File E217650 for use with Cordsets under UL 817 applications
                                         (Cordset Components only)

• .068" gauge material, cut-out shapes 
   and radius are all UL Specified.
• DFARS Compliant

                              PART DATA                          PART NO.                            APPLICATION TOOLING*
                                            AWG                                                                                                   Tool               Crimp           
             Type                      Range       Material                              Die**             Feeds              Packs             Punch       Anvil

  Male - for Male Nylon Premold Bridges see page 8-20
  TL-L5-30-W                    10-8          Brass         6120         6120UXX5
  TL-L5-30-B                     10-8          Brass         6122         6122UXX5         Bulk          B958/B959         C663       C667
  TL-L5-30-G                     10-8          Brass         6124         6124UXX5
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Heyco® Turn-2-Lock Cordset Contacts
For Finished, Custom Turn-2-Lock Cord and Plug Sets, see Section 9
30 Amp
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• Nylon male premold for use with Heyco
   blades and pins (consult Heyco for
   details on our complete line of blades
   and pins).
• Reduce PVC usage and increase
   molding efficiency.

Heyco® Nylon Premolds
Reduce PVC usage and increase over molding efficiency
Eliminate the need for expensive cammed molds

PART NO. DESCRIPTION NEMA AMPS For Contacts
Natural Config. See Page

7756 125V 15A FEM TL 2PC PREMOLD L5-15R
15 8-17

7752 277V 15A FEM TL 2PC PREMOLD L7-15R
7758 125V 20A FEM TL 2PC PREMOLD L5-20R 20 8-18

PART NO. DESCRIPTION NEMA AMPS For Contacts
Black Config. See Page

S7424 125V 15A Male TL Premold L5-15P
S7428 250V 15A Male TL Premold L6-15P 15 8-17
S7420 277V 15A Male TL Premold L7-15P
S7426 125V 20A Male TL Premold L5-20P
S7422 277V 20A Male TL Premold L7-20P

20 8-18
S7432 347V 20A Male TL Premold L24-20P
S7434 480V 20A Male TL Premold L8-20P
S7438 125V 30A Male TL Premold L5-30P

30 8-19
S7436 250V 30A Male TL Premold L6-30P

Male Turn-2-Lock Premold Bridges
For Finished Male T2L Configurations, see pages 9-3 thru 9-6

Materials           6/6 Nylon

IEC-320 C13 Receptacle Shell - Body & Cover
For preassembled IEC-320 C13 Premold including contacts, see pg 8-25

PART NO. DESCRIPTION
Black

S7780 IEC-320 C13 PREMOLD SET

.26
(6,6mm)

1.43
(36,3mm)

7756
Nylon Premold

.28
(7,1mm)

1.56
(40,0mm)

7758
Nylon Premold

7420
Male Bridge (typical)
Nylon Premold

PART NO. DESCRIPTION
Black Natural

0387 0387EE Tri-Tap Body
0388 0388EE Tri-Tap Cover

Tri-Tap Power Block Shell - Body & Cover
For preassembled Tri-Tap Premolds including contacts, see page 8-21

• IEC-320 C14 Plug available, see page 6-40.

Female Turn-2-Lock Premold Shells
For Finished Female T2L Configurations, see page 9-2
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1.33
(33,8mm)

MOLD LINE

• Multiple piece unit that reduces the 
   number of crimp connections on a 
   Tri-Tap extension cord from 9 down 
   to 3. Now you can crimp all 3 terminals 
   at once.
• Significantly reduce the amount of
   material required for overmolding,
   substantially reducing the cycle time
   and cost.
• Available in assembled or
   component form.
• Heyco Contacts MUST be used 
   in Heyco pre-molds.
• DFARS Compliant

Components For Tri-Tap Premold

• S7403
   0387 Tri-Tap Body for S7403 and S7400
           (see page 8-20)
   0388 Tri-Tap Cover for S7403 and S7400
   (see page 8-20)
   8077 Tri-Tap Blade (18-14 AWG)
   8078 Tri-Tap Blade (18-14 AWG)
   8092 Tri-Tap Ground (18-14 AWG)
• S7400
   8075 Tri-Tap Blade (14-10 AWG)
   8076 Tri-Tap Blade (14-10 AWG)
   8087 Tri-Tap Ground (14-10 AWG)

S7400

                             PART DATA                                  PART NO.                            APPLICATION TOOLING*
                                                               AWG                                                                          Crimp
   Type                      Color            Range                                        Die**                       Punch                   Anvil

  Female Receptacle           Black
            18-14            S7403              S7403SXX5               C862, C863              

C851
                                                              14-10            S7400              S7400SXX5               C856, C857
* Use the Heyco Standard Applicator Die (indicated by the second “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Materials                               Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                             6/6 Nylon
Standards                             NEMA 5-15R
Voltage/Current Rating         125 Volts, 15 Amps

4.23
(107,4mm)

1.56
(39,6mm)

.50 Ref.
(12,7mm)

.48 Ref.
(12,2mm)

1.00
(25,4mm)

 

S7403 & S7400

 

 

MOLD LINE

1.20
(30,5MM)

S7403

Heyco® Preassembled Cordset Components
For Heyco Application Equipment, see pages 8-59 & 8-60
Tri-Tap Premold–NEMA 5-15R
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• Crimp all three terminals at once.
• Faster loading of plug molds.
• Reduce plug molding and cycle time.
• Assure reliable contact performance.
• Improve plug quality. 
• Reduce PVC usage and plug cost!
• Eliminate the need for a polarity barrier.
• Pass UL/CSA cold temperature 
   insertion test.
• Automated terminating equipment is 
   available, see page 8-60.
• DFARS Compliant

.468 Ref.
(11,9mm)

.500 Ref.
(12,7mm)

1.15
(29,2mm).06

(1,5mm)
Skin Thk.

UL
 &

 C
SA

M
ol

d 
Li

ne

.93
(23,6mm)

.80
(20,3mm)

.85
(21,6mm)

S7570

Materials                             Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                           Black and Natural - 6/6 Nylon, Clear - Polycarbonate
Certifications                       Recognized Component under UL File E231361
Standards                           NEMA 5-15R

                                PART DATA                               PART NO.                         APPLICATION TOOLING*
                                                                      AWG                                                                                   Crimp                   
             Type                            Color           Range                                 Die              Feeds                   Punch               Anvil

  
                                           Black           18-12          S7570

              
  5-15R Female Bridge         Natural         18-12          S7571           Z370         Semi-Auto*         Z335, Z409          Z334  
                                              Clear           18-12      S7574**                                 

  
                                           Black           12-10          S7572

              
  
5-15R Female Bridge

         
Natural         12-10          S7573           Z641         Semi-Auto*         Z636, Z637          Z635

                                              Clear           12-10      S7575**

Heyco® Preassembled Cordset Components
For Heyco Application Equipment, see pages 8-59 and 8-60
Female Bridge–NEMA 5-15R

Heyco Female Bridge Machine
(see page 8-60)

* Semi-Automatic Terminating Equipment is available, see below and page 8-60.
**Clear bridges are not UL recognized.

CONSULT HEYCO
FOR FEMALE

BRIDGES WITH
LIGHT
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• Crimp all three terminals at once.
• Faster loading of plug molds.
• Reduce plug molding and cycle time.
• Reduce plug cost while improving 
   plug quality.
• 7-Shape blades feature ledge to 
   maintain position during overmolding.
• Pass elevated temperature pullout 
   test with low cost PVC.
• Automated terminating equipment is 
   available, see page 8-60.
• See page 8-60 for wire stripper 
   information.
• DFARS Compliant

Materials                               Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                             Black and Natural - 6/6 Nylon, Clear - Polycarbonate
Certifications                         Recognized Component under UL File E164169 (Component Blades only)
                                             Certified by the Canadian Standards Association File 91824
Standards                             NEMA 5-15P

Heyco® Preassembled Cordset Components
For Heyco Application Equipment, see pages 8-59 and 8-60
Male Bridge–NEMA 5-15P

Heyco Male Bridge Machine
(see page 8-60)

HEYCOHEYCO

     
    

  
    

.187
(4,7mm)

.248
(6,3mm)

.060
(1,4mm)

.86
(21,8mm)

A

B

.65
(16,5mm)

.70
(17,8mm)

.050 REC. OVERMOLD THICKNESS ON FACE

.47
(11,9mm)

.50
(12,7mm)

S7560

NEW!

NEW!

NEW!

PART DATA PART APPLICATION TOOLING* CRIMP
AWG Crimp DIMENSIONS

Type Color Range Die Feeds Punch Anvil A B
in. in.

Black 18-14 S7560
5-15P Male Bridge Natural 18-14 S7561

Clear 18-14 S7596
Black 18-14 S7564

5-15P Male Bridge Tinned Natural 18-14 S7599
Clear 18-14 S7598
Black 18-14 S7562 Z360 Semi-Auto* Z318, Z408 Z302 .26 .40

5-15P Male Bridge 7-Shape Natural 18-14 S7563
Clear 18-14 S7581
Black 18-14 S7583

5-15P Male Bridge 7-Shp Tinned Natural 18-14 S7585
Clear 18-14 S7584

5-15P Male Bridge 7-Shape Black 18-14 S7567
Nickel Plated**

Black 12-10 S7590
5-15P Male Bridge Natural 12-10 S7592

Clear 12-10 S7597
Black 12-10 S7594

5-15P Male Bridge Tinned Natural 12-10 S7577
Clear 12-10 S7576 Z461 Semi-Auto* Z446, Z454, Z445 .30 .44
Black 12-10 S7591 Z444, Z453

5-15P Male Bridge 7-Shape Natural 12-10 S7593
Clear 12-10 S7589
Black 12-10 S7595

5-15P Male Bridge 7-Shp Tinned Natural 12-10 S7579
Clear 12-10 S7578

7-Shape Blades feature a retention ledge to maintain position during overmolding (mold stop).
*Semi-Automatic Terminating Equipment is available, see below and page 8-58.
**For harsh environments.

Quick
Specs

NEW!
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Materials                               Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                             Nylon 6/6
Certifications                         Recognized Component under UL File E164169 (Component Blades only)
                                             Certified by the Canadian Standards Association File 91824
Standards                             NEMA 5-15P

                                      PART DATA                                        PART               APPLICATION TOOLING* CRIMP
                                                                                AWG          NO.                                           Crimp                   DIMENSIONS
                            Type                             Color      Range                       Die         Feeds           Punch      Anvil         A           B
                                                                                                                                                                                   in.         in.

  5-15P Male Padded Bridge
                       Black       18-14       S7568          

                                                                   Natural     18-14       S7569
                                                              Clear      18-14      S7582     Z294     Semi-Auto*  Z318, Z291    Z290       .26        .40
                                                              Black     18-14      S7586
  5-15P Male Padded Bridge Tinned     Natural    18-14      S7588
                                                              Clear      18-14      S7587
  *Semi-Automatic Terminating Equipment is available, see page 8-60.

HEYCOHEYCO

.187
(4,7mm)

.248
(6,3mm)

.060
(1,4mm)

.86
(21,8mm)

A

B

.050 REC. OVERMOLD THICKNESS ON FACE

.65
(16,5mm)

.70
(17,8mm)

.47
(11,9mm)

.50
(12,7mm)

S7568

• Heyco Padded Blades are far less 
   expensive than their Full Thickness 
   counterparts (pages 8-31 thru 8-34), 
   yet they are functionally equivalent.
• Thinner gauge material lowers cost, 
   yet full pad configuration meets UL 
   power cord requirements, including 
   UL 1659.
• Heyco Padded Blades utilize less brass
   but retain all of the strength of our Full
   Thickness Blades, at a lower cost.
• Our Padded Bridge design accommo-
   dates existing overmolds designed 
   for Padded Blades.
• Automated terminating equipment is 
   available, see page 8-60.
• See page 8-60 for wire stripper 
   information.
• DFARS Compliant

Heyco® Preassembled Cordset Components
For Heyco Application Equipment, see pages 8-59 and 8-60
Male Padded Bridge–NEMA 5-15P
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Heyco® Preassembled Cordset Components
IEC-320 Business Machine Assembly - C13 Female - 250V, 10 Amps

• Crimp all three terminals at once.
• Faster loading of plug molds.
• Assure reliable contact performance.  
• Improve plug quality.  
• Reduce PVC usage and plug cost!
• Available assembled or unassembled.
• Automated terminating equipment is 
   available. Consult Heyco for details.
• IEC 60320 compatible.
• For Heyco’s IEC-14 Plug, see page 6-42.
• DFARS Compliant

.550 Ref.
(14,0mm)

.158 Ref.
(4,0mm) M

ol
d 

Li
ne

.89
(22,6mm)

.130
(3,3mm)

.80
(20,3mm)

.49
(12,4mm)

S7580

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            6/6 Nylon

Heyco® Business Machine Female Connectors
IEC-320 - C13 Female - 250V, 10 Amps

.075

.550

.86

.10

1.02

.50

A A

.98

.47
.78

.250

                                PART DATA                               PART NO.                         APPLICATION TOOLING*
                                                                      AWG                                                                                      Crimp                
        Type                      Color          Range                                  Die**                 Feeds              Punch            Anvil

  
IEC-320 Biz Machine

         Black          18-14          S7580         S7580SXX5               -                  C774             C775  Assembly                                                                                                                

  
Unassembled IEC-320

        Black            n/a            S7780                                                                                        Housing                                                                
* Use the Heyco Standard Applicator Die (indicated by the second “S” in the Die Part No.), page 8-59
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

                              PART DATA                            PART NO.                          APPLICATION TOOLING*
                                                 AWG                                                                                                 Tool             Crimp         
             Type               Gap      Range    Material                           Die**             Feeds                 Packs           Punch     Anvil
                                    mm.
             Crimp                  -         18-14        Brass            7216

      
7216UXX5

     
Left to Right

       
B954L/B955L

      C655      C658 
    Insulation Crimp†         -         18-14        Brass            7218      7218UXX5    Left to Right      B956L/B957L
       BMC-1 .070˝           1,8       18-12        Brass            7221       7221UXX5               

       BMC-1 .075˝           1,9       18-12
       Brass            7220       7220UXX5     Left to Right       B440L/B441L       C128      C130

                                                                   Tin-Pl            7222       7222UXX5
       Unassembled

                                                                          S7200UXX5                     BMC IEC-320                      18-14        Brass         S7200                              Left to Right       B964L/B965L       C688      C689
            Contact                                                                               S7200SXX5

* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
For Part No. S7200, the Heyco Standard Applicator Die may also be used.

** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Insulation Crimp Terminals provide strain relief as well as support for insertion into the housing.S7200

BMC-1

7216

.420

.175
.083

.700

1.000

.440

.100

7218
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Heyco® Business Machine Male Contacts
European Style, Folded Design - IEC-320 - C14 Male - 250V, 10 Amps

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

Strain Relief Leg Flat

Flat with Disc Tab Solder

2 mm26.7 mm

7.87 mm

3.99 mm 2 mm

12 mm15 mm European Line Blade
Mold Line

European Ground Blade
Mold Line

19.1 mm
2 mm

19.1 mm

26.7 mm

7.87 mm

3.99 mm 2 mm

12 mm15 mm

European Ground Blade
Mold Line

European Line Blade
Mold Line

2 mm

2 mm4 mm

12 mm15 mm European Line Blade
Mold Line

European Ground Blade
Mold Line

19 mm

30 mm

5 mm

12 mm (5770)
15 mm (5771)

24 mm (5770)
27 mm (5771)

2 mm4 mm

                              PART DATA                            PART NO.                          APPLICATION TOOLING*
                                   Euro        AWG                                                                                                 Tool             Crimp         
           Type            Mold Line  Range   Material                           Die**             Feeds                 Packs           Punch     Anvil
                                   mm.

 Strain Relief Leg       12/15       18-14       Tin-Pl
         5759         5759UXX5     Left to Right       B104L/B105L       

C296      C304
                                                                                      5760         5760UXX5     Right to Left       B104R/B105R
                                                                   Tin-Pl          8151         8151UXX5     

Left to Right       B104L/B105L
            

Flat                  12/15       18-14     Post-Ni        8153         8153UXX5                                                             C296      C304
                                                                   Tin-Pl          8150         8150UXX5     Right to Left       B104R/B105R
         Flat w/               

12/15       18-14       Tin-Pl          8156                 -                    Bulk                        -                     -             -        Disc Tab
                                  Length
         

Solder
                23,9            -           Brass          5770

                -                    Bulk                        -                     -             -                                    26,9            -           Brass          5771                                                                      
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

• IEC 60320 compatible.
• For Heyco’s IEC-14 Plug, see page 6-42
• DFARS Compliant
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Materials                                 Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                               Tin-Pl = Brass, Tin plated before or after stamping
                                               Post-Ni = Brass, Nickel plated after stamping

Heyco® Heavy Duty Male Blades for Range and Dryer
See Pages 8-43 & 8-44 for Heavy Duty Ground Pins
                              PART DATA                            PART NO.                      APPLICATION TOOLING*
                                                 AWG     Material                                                                              Crimp               
                  Type                      Range                                                Die**                Feeds             Punch           Anvil

127 Series
                                                                 Brass           6000           6000SXX5
  .500 Range/Dryer Blade          10-6        Tin-Pl           6001           6001SXX5             Bulk               0V23            0V22
                                                                Post-Ni          5999           5999SXX5
                                                                 Brass           6004           6004SXX5             Dual

127-3 Series
                                                                 Brass           6010           6010SXX5             Bulk
  .315 Range/Dryer Blade          10-6        Tin-Pl           6011           6011SXX5                                   0V23            0V22
                                                                 Brass           6012           6012SXX5             Dual                                        

127-PAD Series - evaluated and approved by UL for use in UL817 applications
  
Padded Range/Dryer Blade     12-8         Brass           6020           6020SXX5             Bulk               

0V75            0V74
                                                                                     6021           6021SXX5             Dual                                        

127-90 Series
                                                                 Brass           6002           6002SXX5             Bulk               0W83           0W82
  90° Range/Dryer                     10-8        Tin-Pl           6003           6003SXX5
  Ground Blade                                          Brass           6005           6005SXX5       Left to Right         0V59            0V58
                                                                                     6006           6006SXX5       Right to Left         0V46            0V45

127-90-SC Series - Small Crimp
  90° R/D Ground                      12-8         Brass           6007           6007SXX5             Bulk               0V92            0V90
  Small Crimp

128 Series
  .500 R/D Line Blade                12-8         Brass           6015           6015SXX5             Bulk               0V41            0V40
                                                                                     6017           6017SXX5             Dual

128-3 Series
  .315 R/D Line Blade                12-8         Brass           6016           6016SXX5             Bulk               0V41            0V40
                                                                                     6018           6018SXX5             Dual

128-PAD Series - evaluated and approved by UL for use in UL817 applications
  Padded R/D Line Blade           12-8         Brass           6013           6013SXX5             Bulk               0V74            0V75
                                                                                     6014           6014SXX5             Dual

375 & 310 Series
  .375 Line Blade                      14-10        Brass           5950           5950SXX5             Bulk               0B95            0B94
                                                                                     5951           5951SXX5             Dual               0W72           0W74
  .310 Line Blade                      14-10        Brass           6051           6051SXX5             Bulk               0AO3            05C8

* Use the Heyco Standard Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Heyco® Heavy Duty Female Blade
                            PART DATA                     PART NO.                                   APPLICATION TOOLING*
                                      AWG                                                                                                            Tool               Crimp           
             Type               Range       Material                                Die**               Feeds                   Pack              Punch       Anvil

  Wiping Contact        14-12         Brass           7241         7241UXX5       Left to Right      B404L/B405L       C399       C401

* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

7241

127 Series
• Heavy Duty Terminal Blade.
• 30, 50, and 60 Amp rating.
• Flag type construction for right angle 
   and straight thru plugs.
• Conductor crimp ears only
• DFARS Compliant
128 Series
• Shorter length and smaller crimp ears 
   than the 127 Series and thus lower 
   in cost.
• Conductor crimp ears only.
• DFARS Compliant
375 Series
• a.k.a. “Travel Trailer” terminal blade.
• 30 Amp rating.
• Flag type construction for right angle 
   and straight thru plugs.
• Conductor crimp ears only.
• DFARS Compliant
310 Series
• Shorter in length and narrower than 
   375 Series.
• 20 Amp rating.
• Flag type construction for right angle 
   and straight-thru plugs features a strain 
   relief “knee” for added pull out protection.
• DFARS Compliant
Padded HD Blades (“PAD”) versus 
Flat HD Blades:
• Flat Heavy Duty Blades are front 
   loaded for overmolding.
• Due to their shaped profiles, Padded 
   Heavy Duty Blades are side loaded
   for overmolding.
• Heyco Heavy Duty Padded Blades are 
   far less expensive than their Flat 
   counterparts, yet they are functionally 
   equivalent and evaluated and approved 
   by UL for use in UL 817 applications.
• DFARS Compliant

.310

.75

1.37

.314 
.16
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8-28

127 Series 127-3 Series

127-90 Series 127-90-SC Series

.098

2.03 1.94

.100.500

1.406
MAX

UL/CSA
MOLD LINE

.75

1.187
MIN

2.03

.315

.500

.100

.098

1.94
UL/CSA

MOLD LINE

UL/CSA 
MOLD LINE

1.406
MAX

.324

.339

2.03 1.94

.56

.100

UL/CSA 

MOLD LINE

.324

.339.100

1.98

1.406
MAX

2.03

.56

.500 .100

1.406
MAX

2.03

.098

1.94

UL/CSA

MOLD LINE

6

127-PAD Series

6051 (Bulk)

UL/CSA 

MOLD LINE

1.00
1.27

.312

.75
MAX

1.31

.075

.075

.20

1.34 1.28

.20

.687
MIN

.375

UL/CSA 
MOLD LINE

.070

.068

5950 (Bulk)

1.34
1.28

.20

.687

.375

UL/CSA 

MOLD LINE

.070

.068 

.098

1.46

.500

1.28
MAX

1.78 1.72

.100

UL/CSA
MOLD LINE

1.187
MIN

1.78

1.28

.500
.150 THRU C’BORE
.18 X .110 DP.

.314 .098

.098

.320

.270

.220

1.72

UL/CSA

MOLD LINE .098

1.76

.100

1.85

.500

1.28
MAX

UL/CSA

MOLD LINE

5951 (Strip)

128 Series 128-3 Series 128-PAD Series

Heyco® Heavy Duty Male Blades for Range and Dryer
Heavy Duty Blade Schematics
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping
Certifications                        Recognized Component under UL File E164169
                                            Certified by the Canadian Standards Association File 91824
Standards                             NEMA 1-15P & NEMA 5-15P

• Heyco Padded Blades are far 
   less expensive than their Full 
   Thickness counterparts (pages 
   8-31 thru 8-34), yet they are 
   functionally equivalent.
• Thinner gauge material lowers 
   cost, yet full pad configuration 
   meets UL power cord 
   requirements, including UL 1659.
• All Heyco Padded Blades feature a 
   90° “knee” section for strain relief
   and assembly orientation.
• For overmolding, Padded Blades 
   must be side loaded due to their 
   shaped profile.
• Series 112 Padded Blades feature 
   a flow-through hole plus “knee” 
   below the mold line for strain relief 
   pull out protection.
• Series 112-8 Padded Blades 
   feature an extended 90° knee for 
   additional strain relief.
• Series 103 Polarized Padded 
   Blades are the “heavier duty, full 
   width designed” choice among 
   these lighter duty blades for 18-14 
   AWG conductors.
• Series 103-N Padded Blades are 
   heavier duty and notched to meet 
   high temperature pull out 
   requirements.
• Series 104 and 104-E Polarized 
   Blades feature “full narrow” hot 
   (black wire) blade design i.e., 
   the hot blade does not taper 
   at the tip for added strength 
   and appearance.
• Series 104-E Insulation Crimp 
   Blades provide strain relief and 
   wire support for shock and 
   vibration resistance, and support 
   for insertion into the mold block.
• DFARS Compliant

Heyco® Padded Male Blades
For mating Female Cord Connectors, see page 8-50.
For Male Ground Pins, see pages 8-39 & 8-40.
For Padded Male/Female Combination Terminals, see page 8-57.
NEMA 1-15P & 5-15P – .043˝ Mold Line Thickness
Lower material content makes for a less expensive UL Approved Blade!
                        PART DATA                               PART NO.                                                APPLICATION TOOLING*
                                                                                                                        Die**
Length Below      AWG        Material        Non-                            For Non-             For               Feeds                 Tool             Crimp    Anvil
  Mold Line         Range                          polarized   Polarized     polarized        Polarized                                   Packs

Series 112 - Flow-Through Hole Plus “Knee” for Strain Relief Protection
                            22-20          Brass           5048          5049         5048UXX5      5049UXX5    Left to Right    B100L/B101L
       .37                18-14          Brass              -              5046                -              5046UXX5                                                        C236     C254
                                                                   5044          5045         5044UXX5      5045UXX5    Right to Left    B100R/B101R

Series 112-8 - Extended Knee for Improved Strain Relief
                                                Brass           5080          5082         5080UXX5      5082UXX5    Left to Right    B100L/B101L
       .37                18-14          Tin-Pl           5084          5086         5084UXX5      5086UXX5                                                        C236     C254
                                                Brass           5081          5083         5081UXX5      5083UXX5    Right to Left    B100R/B101R
                                               Tin-Pl           5085          5087         5085UXX5      5087UXX5

Series 103 - Heavier Duty with Strain Relief Knee
       .47                18-14          Brass           5112              -                    -              5112UXX5    Left to Right    B100L/B101L      C236     C254

Series 103-N - Heavier Duty; Notched for High Temperature
                                                Brass           5181          5183         5181UXX5      5183UXX5    Left to Right    B100L/B101L
       .47                18-14         Post-Ni             -              5187                -              5187UXX5                                                        C236     C254
                                                Brass           5180          5182         5180UXX5      5182UXX5    Right to Left    B100R/B101R

Series 104 - Extra Crimp Length and Height; Strain Relief Knee
       .42                18-14          Brass           5121          5123         5121UXX5      5123UXX5    Left to Right    B118L/B119L      C293     C794

Series 104-E - Length Extended for Insulation Crimp; Strain Relief Knee

       .59                18-14          Brass           5125          5127         5125UXX5      5127UXX5    Left to Right    B114L/B115L      C294     C302
                                               Tin-Pl           5133          5135         5133UXX5      5135UXX5
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge.  Please specify Wire Gauge when ordering.
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112-8 Series Non-Polarized

103-N Series Non-Polarized 104-E Series Non-Polarized

112-8 Series Polarized

103-N Series Polarized 104-E Series Polarized
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.464 .76
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112 Series Non-Polarized

.250
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.19
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104 Series Non-Polarized
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.75
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.19
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112 Series Polarized

.250

UL/CSA 

MOLD LINE

1.05

.19

.464
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.76

.062

.043

.313

104 Series Polarized

.250

UL/CSA 

MOLD LINE

.83

.250

.062

.043

.17

.464
1.10

103 Series 1- Hole

Heyco® Padded Male Blades
NEMA 1-15P & 5-15P Padded Blade Schematics
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                PART DATA                         PART NO.                                               APPLICATION TOOLING*
                       Die**

Profile AWG Material Non-            For Non-          For              Feeds          Tool Packs      Crimp    Anvil
Range polarized Polarized   polarized     Polarized                                                    Punch

100 Series - Full Wide / Full Narrow Design with Strain Relief Knee

Flat 18-14 Brass - 5060              -           5060UXX5   Right to Left   B176R/B177R    C242     C252
- 5061              -           5061UXX5   Left to Right   B176L/B177L

110 Series - Standard Blade with Strain Relief Knee
Flat 18-14 Brass 5400 5423      5400UXX5   5423UXX5

7-Shape 18-14 Brass 5415 5421      5415UXX5   5421UXX5   Left to Right   B184L/B185L     C234,    C253,
Tin-Pl 5445 -         5445UXX5           -                                                            C714     C715

Flat 18-14 Brass 5403 5424      5403UXX5   5424UXX5   Right to Left   B184R/B185R
7-Shape 18-14 Brass 5416 5422      5416UXX5   5422UXX5

110-N Series - Notched for High Temperature
Flat 18-14 Brass 5460 5462      5460UXX5   5462UXX5   Left to Right   B184L/B185L

7-Shape 18-14 Brass 5470 5472      5470UXX5   5472UXX5                                                    
C234     C253

Flat 18-14 Brass 5461 5463      5461UXX5   5463UXX5   Right to Left   B184R/B185R    
7-Shape 18-14 Brass 5471 5473      5471UXX5   5473UXX5

110-E Series - Length Extended for Insulation Crimp; Strain Relief Knee
Flat 18-16 Brass 5407 5420      5407UXX5   5420UXX5

7-Shape 18-16 Brass 5417 5414      5417UXX5   5414UXX5   Left to Right   B188L/B189L
18-16 Brass 5437 -         5437UXX5           -                                                            C234     C260
18-16 Tin-Pl 5404 -         5404UXX5           -

Flat 18-16 Brass 5439 -         5439UXX5           -           Right to Left   B188R/B189R
7-Shape 18-16 Brass 5438 5413      5438UXX5   5413UXX5

102-E Series - Carrier Strip; Extended Length for Insulation Crimp
Flat 18-14 Brass 5426 5425      5426UXX5   5425UXX5   Left to Right   B976L/B977L     C825     C826

7-Shape 18-14 Brass 5427 5428      5427UXX5   5428UXX5

116-Series - For Heavier AWG Conductors

Flat 14-10 Brass 5670 5674      5670UXX5   5674UXX5
Tin-Pl 5673 -         5673UXX5           -           Left to Right   B196L/B197L     

C245     C264
7-Shape 14-10 Brass 5667 5668      5667UXX5   5668UXX5

5665 -         5665UXX5           -           Right to Left   B196R/B197R
116-N Series - For Heavier AWG Conductors; Notched for High Temperature
Flat 14-10 Brass 5656 5657      5656UXX5   5657UXX5   Left to Right   B196L/B197L

7-Shape 14-10 Brass 5658 5659      5658UXX5   5659UXX5                                                    C245     C264
Flat 14-10 Brass 5655 -         5655UXX5           -           Right to Left   B196R/B197R
115-X Series - Side Folded for Round Edges and Tip

Flat 18-14 Brass 5651 -         5651UXX5           -
Tin-Pl 5652 -         5652UXX5           -                                     

Bulk Only

7-Shape Blades feature a retention ledge to maintain position during overmolding (mold stop).
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
Certifications                        Recognized Component under UL File E164169
                                            Certified by the Canadian Standards Association File 91824
Standards                             NEMA 1-15P & NEMA 5-15P

Heyco® Full Thickness Male Blades
For mating Female Cord Connectors, see page 8-50.
For Male Ground Pins, see pages 8-39 & 8-40.
For Full Thickness Male/Female Combination Terminals, see pages 8-55 & 8-56.
NEMA 1-15P & 5-15P – .058˝ Mold Line Thickness

• All Heyco Full Thickness Blades 
   pass UL 1659 crimp area 
   test requirements.
• All Heyco Full Thickness Blades 
   feature a 90° “knee” section for 
   strain relief and assembly 
   orientation. Exceptions: 116 and 
   116-N Series parts.
• All Flat Full Thickness, 
   Non-Polarized Blades are 
   front loaded for overmolding.
• All Polarized and 7-Shape Full 
   Thickness Blades are side loaded
   for overmolding.
• Series 100 Polarized Blades 
   feature a unique full wide/full 
   narrow design i.e., for strength and 
   appearance, both neutral 
   (white wire) and hot (black wire) 
   have straight sides.
• Series 110-N and 116-N Full 
   Thickness Blades are notched 
   to meet high temperature pull 
   out requirements.
• Series 110-E and 102-E Insulation 
   Crimp Blades provide strain relief 
   and wire support for shock and 
   vibration resistance, as well as 
   support for insertion into the mold 
   block. Series 102-E Blades are 
   stamped with a carrier strip 
   between blades. These parts 
   accept a wider conductor range 
   than the 110-E Series.
• Series 116 and 116-N Blades 
   feature a larger crimp section 
   for heavier 14-10 AWG gauge 
   conductors.
• For strain relief protection, the 
   116 Series feature a flow-through 
   hole below the mold line and 
   116-N blades are notched.
• DFARS Compliant

NEW!
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Heyco® Full Thickness Male Blades
NEMA 1-15P & 5-15P – .058˝ Mold Line Thickness Schematics

102-E Series Non-Polarized

110 Series Non-Polarized 110-N Series Non-Polarized

102-E Series Polarized

110 Series Polarized 110-N Series Polarized

110-E Series Non-Polarized

116 Series Non-Polarized 116-N Series Non-Polarized

110-E Series Polarized

116 Series Polarized 116-N Series Polarized

100 Series Polarized 115-X Series
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
Certifications                        Recognized Component under UL File E164169
                                            Certified by the Canadian Standards Association File 91824
Standards                             NEMA 1-15P & NEMA 5-15P

119 Series Non-Polarized 119-18 Series Non-Polarized 5706

UL/CSA

MOLD LINE

.250

.464

.17

.058

.060.250

1.04

.73

.17

.464
1.05

.72

.250

.060.250

UL/CSA

MOLD LINE
.058

MOLDLINE

1.00

.135

.150

.057

.056

.248

.464.75
.95

1.05

.17

.125 THRU
C’SINK .15

.25

UL/CSA

Heyco® Full Thickness Male Blades
For Right Angle Plugs
NEMA 1-15P & 5-15P – .058˝ Mold Line Thickness
                PART DATA                         PART NO.                                               APPLICATION TOOLING*

                         Die**
Profile AWG Material Non-             For Non-           For               Feeds           Crimp Punch        Anvil

Range polarized Polarized    polarized      Polarized                                                                
119 Series - larger crimp section
Flat 14-12 Brass 5700 -          5700SXX5            -              Dual Rear              08A3               07A7

Tin-Pl 5749 -          5749SXX5            -
119-18 Series - smaller crimp section
Flat 18-16 Brass 5703 -          5703SXX5            -

w/ Knee Tin-Pl 5704 -          5704SXX5            -              
Dual Rear               08A4               07A8

Flat 18-16 Brass 5706 -          5706SXX5            -
no Knee

* “S” in the Die Part No. indicates Heyco Standard Applicator Die; “U” indicates Heyco Universal Applicator Die.
These high volume Applicators are designed for 3-5 ton presses - see page 8-59.  

** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

• All Series 119 and 119-18 Blades 
   feature 90° crimp sections for 
   Right Angle Plugs.
• All Series 119 and 119-18 Blades 
   feature large flow-through holes 
   below the mold line, for strain relief 
   pull out protection.
• All Series 119 and 119-18 Blades 
   are front loaded for overmolding.
• Series 119 Blades feature a larger 
   crimp section for AWG 14-12 
   gauge conductors.
• Series 119-18 Blades feature a 
   smaller crimp section for 
   AWG 18-16 gauge conductors.
• Flat Part No. 5706 has no strain 
   relief “knee” resulting in lower 
   material content savings.
• DFARS Compliant

.250 .060

Bend at score line in applicator
(see enlarged view)

View shown after
crimped in applicator

.19

.858
1.01

.490

.209

.20

MOLD LINE

.19

.311

.858
1.01

.060

.490

.209

.20

MOLDLINE

Bend at score line in applicator
(see enlarged view)

View shown after
crimped in applicator

Flat Plug Non-Polarized1 Flat Plug Polarized1

For Low Profile Flat Plugs
NEMA 1-15P & 5-15P – .060˝ Mold Line Thickness
                         PART DATA                                   PART NO.                             APPLICATION TOOLING*

Overall                                            Die**
Profile Length AWG Material Non-                           For Non-            For                Feeds          Crimp    Anvil

in. Range polarized   Polarized     polarized       Polarized                              Punch

Flat 1.01 18-14 Brass
8021          8023        8021SXX5     8023SXX5     Left to Right      0L06,    0L10
8020          8022        8020SXX5     8022SXX5     Right to Left      0L35

* Use the Heyco Standard Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

1 All Flat Plug Blades are "full wide/full narrow"
designed for added support when attached to
conductors.
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping
Certifications                        Recognized Component under UL File E164169
                                            Certified by the Canadian Standards Association File 91824
Standards                             NEMA 1-15P & NEMA 5-15P

.187

.060

.058

1.05
1.33 .85

.19

.250
.250

.464
1.14

.250
.250

UL/CSA
BLADE

MOLD LINE

UL/CSA
PIN

MOLD LINE

.83

.063

.85

2.39

.248

.19

.464

.060 TYP.

.810 n.075

.250
.64

.250

.250

2.58

.033

.187

.83.95
1.05

BGB Series BGMT Series

• BGB and BGMT Series Blades feature 
   (3) components on one reel, allowing 
   the operator to attach all three 
   conductors at once for highly efficient 
   “3-Up” terminating: one shot, one 
   operator, one die.
• Flat BGB/BGMT Plug Blades are front 
   loaded for overmolding.
• Due to their profile, 7-Shape BGB 
   Blades are side loaded for overmolding.
• Both BGB and BGMT feature a 
   unique folded, double-seam
   Ground Pin design. 
• DFARS Compliant

                         PART DATA                                 PART NO.                                                   APPLICATION TOOLING*
      Blade               AWG         Material         Non-                                Die**               Feeds                    Tool                  Crimp          Anvil
     Profile             Range                            polarized    Polarized                                                                Pack                 Punch

BGB Series – Blade-Ground Pin-Blade
       

Flat                18-14
          Brass           5790              -            5790UXX5                                                                       

                                               Post-Ni         5794              -            5794UXX5       
Left to Right       B280L/B281L

                                                 Brass           5792              -            5792UXX5                                                                  C453           C327
    7-Shape            18-14           Tin-Pl           5796              -            5796UXX5
                                                 Brass           5793              -            5793UXX5       Right to Left       B280R/B281R                                 
                                                                                                                                           alternate tooling for above BGB’S:
                               18                                                                                                                         B282L/B283L           C798
                               16                                                                                                                         B284L/B285L           C799           C327
                               14                                                                                                                         B286L/B287L           C800

BGMT Series – Blade-Male Tab-Ground Pin
       Flat                18-14           Brass           5797              -         Consult Heyco    Left to Right Consult Heyco

7-Shape Blades feature a retention ledge to maintain position during overmolding (mold stop).
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Heyco® Full Thickness Male Blades 
BGB and BGMT Series
Blade-Pin-Blade/Blade-Tab-Pin Strip Sequences
NEMA 1-15P & 5-15P – .058˝ Mold Line Thickness

One shot, one operator, one die terminating!

For mating Female Cord Connectors, see page 8-50.
For Male Ground Pins, see pages 8-39 & 8-40.
For Full Thickness Male/Female Combination Terminals, see pages 8-55 & 8-56.
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Heyco® Hospital Grade Solid Male Blades
NEMA 1-15P & 5-15P – .058˝ Mold Line Thickness
Used in solder connected applications for “hospital grade” plugs at
.057˝ (1,4 mm) solid brass

Heyco® Hospital Grade U-Shape Ground Pins

15∞

.0581.38

.39

.250

UL/CSA 

MOLD LINE

.464

.21

.060

.17

.464

1.31

.245 .060

.83

.058
MOLD LINE

UL/CSA

.17

.464

1.31

.245 .060

.83

.058
MOLD LINE

UL/CSA

1.05

1.60

.187

.843 MAX.

MOLDLINE

5765 5766 5768

                                        PART DATA                                                    PART NO.
                            Overall                                                                                                                                    
     Type                Length                  AWG                 Material                                             Ref                    Feeds
                                in.                     Range                                                                       Drawing

  No Hole                1.31                   Solder                  Brass                    5768                   5768                        
      

Flat                    1.31                   Solder
                  Brass                    5766                   

5766                    
Bulk

                                                                                   Post-Ni                   5767

    Angle                  1.38                   Solder
                  Brass                    5765                   

5765                    Bulk                                                                                   Post-Ni                   5764

Post plated bright nickel finish available, consult Heyco.

                                        PART DATA                                                    PART NO.
                            Overall                                                                                                                                    
     Type                Length                  AWG                 Material                                             Ref                    Feeds
                                in.                     Range                                                                       Drawing

       
U                     1.60                   Solder

                  Brass                    5820                   5820                    
Bulk

                                                                                   Post-Ni                   5821                   5820

5820

• Heyco’s Hospital Grade Line features 
   solid brass and soldered connections
   for increased strain relief, reliability, 
   and performance.
• DFARS Compliant

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Post-Ni = Brass, Nickel plated after stamping

• DFARS Compliant
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PART DATA PART NO.
Overall

Type Length AWG Material Non- Feeds
in. Range polarized Polarized

Flat 1.00 Solder Brass 8063 - Left to Right
.80 Solder Brass 8178 -

Flat 1.00 Solder Brass
5029† 5031†

5030†† -
1.03 Solder Brass 8179* -

Bulk
Spring 1.28 Solder Brass 5021 -

1.30 Solder Brass 8172 -
Flat 1.97 Solder Brass 8191†††

-
8192

† Part Nos. 5029 and 5031 must be ordered together.
†† Part No. 5030 has straight sides
††† No hole.
*Part No. 8179 for .078˝ Max PCB Thickness

Heyco® Plug-In Device Contacts
• Designed for cordless OEM 
   products that plug directly into 
   an electrical outlet:
        - Plug-in Transformers
        - Plug-in Electronic Power Supplies
        - Plug-in Electronic Enclosures
        - Plug-in Rodent and Other Pest 
          Control Devices
        - Plug-in Air Fresheners and 
          Insect Repellents
        - Plug-in Smoke and Carbon 
          Monoxide Sensors and Alarms
        - Plug-in Timers
        - Plug-in Night Lights
• Plug-In Contacts are not UL or 
   CSA approved.
• DFARS Compliant

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
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NEW!
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• Lowest profile - suitable for LED 
   printed circuit boards.
• Nominal voltage according to
   EN 60598-1:
   1-Pole - 600V
   2-Pole - 250V
• Nominal current - 6 Amps.
• Clamping Range for both solid and

flexible conductors:
24-18 AWG (0,20-0,75 mm2).

• Wire stripping length .315-.354˝ 
   (8-9 mm).
• Maximum ambient temperature - 
   220°F (105°C).
• Insulation distances must be 
   considered in the specific application.
• For Heyco’s complete line of LED 
   spacers see pages 7-32 and 7-33.

WIRE AMPS POLES PART DESCRIPTION Pieces Coils
Size Type North NO. per Coil per Box

AWG mm2 America White

SMMC Series
24 0,20- Solid or

6
1 4320 SMMC-1 2000

10
18 0,75 Flexible 2 4321 SMMC-2 1500

SMMC Release Pin Tool 0995 SMMC-T

.13
(3,2 mm)

.14
(3,5 mm)

.15
(3,9 mm)

.47
(12,0 mm).52

(13,1 mm)
.52

(13,1 mm)

.47
(12,0 mm)

.31
(7,9 mm)

.14
(3,5 mm)

.13
(3,2 mm)

.14
(3,5 mm)

.14
(3,5 mm)

.08
(2,0 mm)

.08
(2,0 mm)

.16
(4,0 mm)

.24
(6,0 mm)

.24
(6,0 mm)

Recommended Printed Circuit
Board Configuration

.55
(14,0 mm)

.55
(14,0 mm)

SMMC-1 SMMC-2

Openings for release of
wires with Release Pin Tool
#0995

Push-In terminals

Material GF Nylon 6/6
Certifications Recognized under Components Program of Underwriters’ Laboratories 

to both Canadian and US Requirements File E467283
Flammability Rating  94V-0 
Temperature Range  -.4°F (-18°C) to 248°F (120°C)
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Heyco® PCB Contacts
PCB Blade, Pins, and Female Connectors

• Designed for printed circuit board 
   applications when connection to 
   AC power is required.
• Can be used for either NEMA 1-15 
   or 5-15 applications.
• Part Nos. 5200 and 5201 are full wide 
   designed for added support when 
   attached to the printed circuit board.
• For our complete line of stamped 
   Power Components, see Section 8.
• For our complete line of Nylon PCB 
   Supports, see section 7.
• DFARS Compliant

Materials                                                Alloy 260 Brass (70% Cu, 30% Zn)
                                                              Tin-Pl = Brass, Tin plated before or after stamping

.18

.464

.250

.847 .77

.060

UL/CSA

MOLD LINE

5200

.19

.464.847

.312 .060

.77
UL/CSA

MOLD LINE

5201

.22.187

.047U/L & CSA 

MOLD LINE

.800

.187

1.01

8050

1.25

.25

.125

.25

.15

.56
.78

.31

.2057261

5940 5907
.187

1.230

.31

.750 MIN

.843 MAX

                                                  PART DATA                                                                                  PART NO.                     FEEDS
                                                               For Maximum                                   Non-           Polarized

Type                         Dimensions               PCB Thickness          Material       polarized
in.            mm.            in.              mm.

Blades                           Length
    

Snap-thru
                           .847            21,5           .047            1,2               Brass           5200              5201                

Bulk
                                              1.030            26,1           .078            2,0               Brass           8179                 –                       

Pins*                             Diameter
    Snap-Thru                           .187              4,7           .047            1,2               Brass           5940               –                  Bulk
    Solder                                 .187              4,7           .047            1,2               Brass           5907               –                  Bulk
    Right Angle                         .125              3,2           .047            1,2               Tin-Pl           8050               –                  Bulk
                                                                 
    Female                               1.080            27,4 Rivet Mount†                 Brass           7347               –                  Bulk

1155-90 Female**     
    Wiping Contact 90°             .790            20,6           .047            1,2               Brass           7261               –                  Bulk
*For additional Heyco Specialty Pins, see page 8-42.
**For additional Heyco Female Cord Connectors, see page 8-50.
† .160˝ (4,1 mm) mounting hole. 

Length

NEW!

NEW!
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Heyco® .187˝ Diameter Ground Pins - Male
For Heyco Padded and Full Thickness Blades, see pages 8-29 thru 8-34

.750 MIN

.843 MAX

UL/CSA

MOLD LINE

.500

1.35

.187

UL/CSA

MOLD LINE

1.00
1.25

.187

1.41

.500

.750

.843
UL/CSA

MOLD LINE

.187

1.53

.500

1.37
1.11

.750 MIN

.843 MAX

188 Series 186 Series 186-L Series

PART DATA PART APPLICATION TOOLING*
Overall AWG NO. Crimp
Length Range Material Die** Feeds Tool Packs Punch Anvil

in.
188 Series

Brass 5922 5922UXX5 Left to Right B362L/B363L C360 C629
1.35 18-12

Tin-Pl 5921 5921UXX5
Brass 5923 5923UXX5 Right to Left B362R/B363R C360 C365
Tin-Pl 5924 5924UXX5

186 Series
Brass 5877 - Bulk - - -
Brass 5879 5879UXX5 Left to Right B360L/B361L

1.25
18-14 Tin-Pl 5883 5883UXX5

Brass 5880 5880UXX5 C001 C009
Tin-Pl 5875 5875UXX5 Right to Left B360R/B361R

14-10 Brass 5881 5881UXX5
186-L Series

18-14 Brass 5889 5889UXX5 Left to Right B360L/ B361L
14-10 Brass 5888 5888UXX5

1.37 18-14 Brass 5886 5886UXX5 C001 C009
Tin-Pl 5887 5887UXX5

Right to Left B360R/B361R
14-10 Brass 5884 5884UXX5

Tin-Pl 5885 5885UXX5
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge.  Please specify Wire Gauge when ordering.

All Series:
• 187˝ (4,7 mm) Outside Diameter. 
• Conductor crimp ears only.
• Available only in continuous strip 
   form except Part No. 5877 available 
   Bulk only.
• Overall length options of 1.25˝ 
   (31,8 mm), 1.35˝ (34,3 mm), and 
   1.37˝ (34,8 mm).
• Series 186 and 186-L feature a 90° 
   “knee” section for strain relief and 
   assembly orientation.
• DFARS Compliant

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
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1.34

.187

1.30

.500

.750 MIN

.843 MAX

1.34 UL/CSA

MOLD LINE

.187

1.30

.500

.750 MIN

.843 MAX

PART DATA PART APPLICATION TOOLING*
Overall AWG NO. Crimp
Length Range Material Die** Feeds Tool Packs Punch Anvil

in.
187 Series

20-18
Brass 5913 5913SXX5 Rear

- 0J48 0J49
1.34

Tin-Pl 5915 5915SXX5 Rear, L-R

16-12
Brass 5900

- Rear - 088A 097ATin-Pl 5901

Solid U Shape
.82 18-16 Brass 8013 - Bulk

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping

187 Series 20-18 AWG

187 Series 16-12 AWG

Male Right Angle Pins - 187 Series
• Feature .187˝ (4,7 mm) Pin diameter.
• Parts differentiate by flag type crimp
   size and thus accommodate AWG 
   20-18 conductors and AWG 16-12 
   conductors.
• DFARS Compliant
Male Right Angle Pin - Solid U Shape
• Feature .187˝ (4,7 mm) Pin diameter.
• Shorter part, accommodates 18-16 AWG 
   conductors.
• Available in bulk form only.
• DFARS Compliant

.187

.82

.187

.26
.19

.19 REF.

.15
.405

30°
8013

Heyco® .187˝ Diameter Ground Pins –
Male Right Angle
90° crimp section designed for Right Angle Plugs
See pages 8-29 thru 8-34 for Heyco Padded and Full Thickness Blades 
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.10

.83 .66
.38

.700

1.08

.38

7

.38

.700

1.47
.74

1.13

.13

.08

.13
.74

1.13

.700.08

1.47

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping

Female Ground Pins
• All Series: D-Shaped Barrel for more 
   secure connection with a .187˝ (4,7 mm)
   mating Male Pin.
• 1550 Series have an offset “high” crimp,
   providing an extremely short barrel and 
   allowing for complete mating Male Pin 
   pass through.
• 1500 and 1530 Series crimps are 
   standard or in line with the Pin section; 
   they differentiate on crimp size only.
• 1526 Series parts are terminal 
   lug/ground connectors designed for 
   circuit boards or “3 to 2” wire grounding
   adapters or converters. For use with 
   1186 and 1189 Series Combination 
   Terminals, pages 8-55 and 8-57.
• DFARS Compliant

1526 Series

1500 Series 1530 Series

1550 Series

Heyco® .187˝ Diameter Ground Pins – Female
D-Shape Barrel designed for .187˝ (4,7 mm) O.D. Mating Pin

PART DATA PART APPLICATION TOOLING*
Overall AWG NO. Crimp
Length Range Material Die** Feeds Tool Packs Punch Anvil

in.
1550 Series
.66 18-14 Brass 7344 7344UXX5 L to R B592L/B593L C484 C488

1500 Series
Brass 7339 7339UXX5 Left to Right B590L/B591L

1.13 18-16 Tin-Pl 7340 7340UXX5 C388 C391
Brass 7342 7342UXX5 R to L B590R/B591R

1530 Series
Brass 7341 7341UXX5 Left to Right B590L/B591L

1.13 14-10 Tin-Pl 7346 7346UXX5 C388 C391
Brass 7343 7343UXX5 R to L B590R/B591R

1526 Series
1.08 - Brass 7347 - Bulk - - -

* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.
Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.

** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
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Heyco® Specialty Pins

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

1.39

.74

1.59

.460

.124

.83

1.19

.432

1.08

.175

.83
.65

.19

.150

.180

.28
.75

1.08

1.23
REF.

.100

.09

.432

.175

                              PART DATA                            PART NO.                          APPLICATION TOOLING*
 Overall                                     AWG                                                                                                 Tool             Crimp         
 Length      Dia.          Type       Range   Material                           Die**             Feeds                 Packs           Punch     Anvil
     in.           in.

PCB†

  1.01       .187     Snap-thru      -          Brass         5940
  1.23       .187        Solder         -          Brass         5907               -                  Bulk                      -                   -            -
  1.25       .125          90°           -          Tin-Pl         8050

Electric Blanket
  1.59       .125             -          26-18      Brass         7086       7086UXX5    Left to Right     B310L/B311L     C436     C440

Medical Pins-Ribs
  1.23       .178        IDC - 3     28-24      Brass         8034       8034UXX5    Left to Right     B968L/B969L     C706     C705
                                              26-22

     Brass         8032       8032UXX5

1.19         .178
        VE - 3                   Post-Ni        8033       8033UXX5             

                                              
26-30    Post-Ni        8035       8035UXX5    Left to Right     B900L/B901L     C143     C147

                               AL - 3     26-22    Post-Ni        8036       8036UXX5
                               WB - 4     26-22      Brass         8030       8030UXX5
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† For additional PCB Contacts, see page 8-38.

.187

1.230

.31

.750 MIN

.843 MAX

.22.187

.047U/L & CSA 

MOLD LINE

.800

.187

1.01
1.25

.25

.125

• PCB pins designed for use with 
   circuit boards.
• Medical Pins feature insulation crimp 
   and dimples on barrel for added strain 
   relief and better contact.
• DFARS Compliant

Electric Blanket Medical Pins - OtherMedical Pin 8034

59075940 8050

Quick
Specs
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.250

1.00

UL/CSA 

MOLD LINE

.875

1.88

UL/CSA 

MOLD LINE

.875

1.91

.250 .312

1.58

UL/CSA 

MOLD LINE

1.38

2.48

250 Series Angled 250 Series Flat 312 Series

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

Heyco® Heavy Duty Ground Pins – Male
For Heavy Duty Blades, see pages 8-27 & 8-28
                       PART DATA                         PART NO.                                          APPLICATION TOOLING*
   Overall                    AWG                                                                                                           Tool                  Crimp              
   Length      Shape   Range    Material                              Die**                 Feeds                    Packs                 Punch         Anvil
       in.

250 Series - .250˝ (6,4 mm) outside diameter
     1.88      Angled  14-10      Brass         5930         5930SXX5             Bulk                       -                   0B51        0B52
                    Flat     14-10      Tin-Pl         5931         5931SXX5
     1.91         Flat     14-10      Brass         5933         5933UXX5      Left to Right                 -                   C901         0892
                                              Brass         5932         5932UXX5      Right to Left

312 Series - .312˝ (7,9 mm) outside diameter
                                              Brass         6249         6249SXX5
     2.48      Angled   10-6       Tin-Pl         6250         6250SXX5             Bulk                       -                   0B51        0B53
                                            Post-Ni        6251         6251SXX5
* Use the Heyco Universal Applicator Die (indicated by “S” or “U” n the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Both Series:
• Suitable for use in straight and right 
   angle plugs.
• On termination, the strip and crimping 
   die bends Angled Shape parts to 90°.
• All 250 and 312 Series are compatible 
   with Heyco Heavy Duty Blades. 
• DFARS Compliant
250 Series:
• a.k.a. “Travel Trailer” Grounding Pin.
• 30 Amp rating.
• Conductor crimp ears only.
• DFARS Compliant
312 Series:
• Heavy Duty Grounding Pin.
• 30, 50 and 60 Amp rating.
• Conductor crimp ears only.
• DFARS Compliant
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Heyco® Heavy Duty Ground Pins – Female
For Heavy Duty Blades, see pages 8-27 & 8-28
                       PART DATA                         PART NO.                                          APPLICATION TOOLING*
   Overall                    AWG                                                                                                           Tool                  Crimp              
   Length      Shape   Range    Material                              Die**                 Feeds                    Packs                 Punch         Anvil
       in.

250 Series - designed to mate with .250˝ (6,4 mm) outside diameter Heavy Duty Male Pins
     1.18          D       14-10      Brass         8243         8243UXX5      Left to Right       B966L/B967L         C388        C391
     1.22          O        10-6       Tin-Pl         8246         8246UXX5      Left to Right       B974L/B975L
     

1.72
          O        10-6       Tin-Pl         8245         8245UXX5      

Left to Right       B952L/B953L
        C640        C647

                      D        10-6       Brass         8244         8244UXX5
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

.930.10

.12

1.50
.88

1.18

TO FIT .250 PIN

.241

.75

1.22

.24

.825
.10

.23

2.20

.75
REF.

.17

  

TO FIT .250 PIN

2.20

.825

8

L
1.72 (8245)
1.22 (8246)

2.20

.24

1.72

.825

1.25

.250

8243

82468245

8244

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

• Specify D-shaped Barrel parts for the 
   most secure connection.
• DFARS Compliant
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.400

.075

.750

 

.400

.089

.750

 

.400

.093

.750

 

.750

 

.400

.109

• Wide range of diameter and length
   combinations for 20 to 10 AWG 
   conductors.
• Folded Pin design saves material, 
   reduces cost.
• Hole behind crimp provides added 
   strain relief, or can be cut-off on 
   Assembly Equipment.
• Conductor crimp ears only.
• Available only in continuous strip 
   form, regular (left to right) wind.
• DFARS Compliant

Heyco® Male Pins
For mating Female Pin & Connectors, see pages 8-47 thru 8-49

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

MP075 Series

MP089 Series

MP093 Series

MP109 Series

.81

.13

1.00
1.19
REF.

NOTE:OPTIONAL CUT OFF ON
ASSY. EQUIPMENT

.122

.400
.16

.13

MP122 Series

* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59. 
Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.

** "XX" represents Wire Gauge. Please specify Wire Gauge when ordering.

                              PART DATA                            PART NO.                          APPLICATION TOOLING*
                                Overall      AWG                                                                                                 Tool             Crimp         
           Dia.               Length     Range   Material                           Die**             Feeds                 Packs           Punch     Anvil
             in.                    in.

MP075 Series
            .075                 1.00        20-18       Brass          7010        7010UXX5     Left to Right       B300L/B301L       C229      C231

MP089 Series
                                                                    Brass          7012        7012UXX5
            .089                   .75        20-18       Tin-Pl          7013        7013UXX5     Left to Right       B300L/B301L       C229      C231
                                                               Post-Silver      7011        7011UXX5

MP093 Series
                                      

.63        20-18
       Brass          7002        7002UXX5

                                                                   Tin-Pl          7003        7003UXX5
                                      

.75        20-18
       Brass          7000        7000UXX5     Left to Right       B300L/B301L       C229      C231

            
.093

                                                Tin-Pl          7001        7001UXX5
                                    1.00        20-18       Tin-Pl          7004        7004UXX5
               

                      .75        16-14
       Brass          7008        7008UXX5     

Left to Right       B304L/B305L       C230      C232                                                                   Tin-Pl          7009        7009UXX5
MP109 Series

                                      
.63        20-18

       Brass          7032        7032UXX5
                                                                   Tin-Pl          7033        7033UXX5
                                      

.75        20-18
       Brass          7030        7030UXX5     

Left to Right       B300L/B301L       C229      C231                                                                   Tin-Pl          7031        7031UXX5
            

.109
                

1.00        20-18
       Brass          7034        7034UXX5

                                                                   Tin-Pl          7035        7035UXX5
                                      

.63        16-14
       Brass          7049        7049UXX5

                                                                   Tin-Pl          7050        7050UXX5     
Left to Right       B304L/B305L       C230      C232

                                      
.75        16-14

       Brass          7047        7047UXX5
                                                                   Tin-Pl          7048        7048UXX5

MP122 Series
            .122                 1.00        16-14       Tin-Pl          7055         7055UXX5     Left to Right       B304L/B305L       C230      C232

Now Available
in Single Reel

Order Quantities!
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping

1.03
.72

.600

NOTE:  OPTIONAL CUT OFF ON
ASSY. EQUIPMENT

.141

.16.13

1.24
REF.

.13

.600

.156

 

1.312 1.39

.178

.510

 

                              PART DATA                            PART NO.                          APPLICATION TOOLING*
                                Overall      AWG                                                                                                 Tool             Crimp         
           Dia.               Length     Range   Material                           Die**             Feeds                 Packs           Punch     Anvil
             in.                    in.

MP125 Series
                                      .63        20-18       Brass          7062         7062UXX5
                                      

.75        20-18
       Brass          7060         7060UXX5               

                                                                   Tin-Pl          7061         7061UXX5     Left to Right       B300L/B301L       C229      C231
                                    

1.00        20-18
       Brass          7064         7064UXX5

            
.125

                                                Tin-Pl          7065         7065UXX5
                                      

.75        16-14
       Brass          7068         7068UXX5

                                                                   Tin-Pl          7069         7069UXX5     
Left to Right       B304L/B305L       C230      C232

                                    
1.00        16-14

      Tin-Pl          7073         7073UXX5
                                                                   Tin-Pl          7076†       7076UXX5               

MP141 Series
            .141                 1.03        18-16       Brass          7171         7171UXX5     Left to Right       B340L/B341L       C135      C138

MP156 Series
                                    

1.03        18-16
       Brass          7181         7181UXX5

            .156                                                 Tin-Pl          7183         7183UXX5     Left to Right       B340L/B341L       C135      C138
                                    1.31        18-16       Brass          7180         7180UXX5

MP178 Series
                                                   

18-14
       Brass          7194         7194UXX5

            
.178                 1.39

                        Tin-Pl          7195         7195UXX5     
Right to Left       B360R/B361R      C001      C009

                                                   
12-10

       Brass          7192         7192UXX5
                                                                   Tin-Pl          7193         7193UXX5
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Split on seam: pin will flex closed when in contact for a stronger connection.

Heyco® Male Pins
For mating Female Pin & Connectors, see pages 8-47 thru 8-49

.750

 

.125

.400

.81

.13

1.00
1.19
REF.

NOTE: OPTIONAL CUT OFF ON
ASSY. EQUIPMENT

.125

.400
.16

.13

MP125 Series 7076

MP141 Series MP156 Series MP178 Series

MP125 Series

Now Available
in Single Reel

Order Quantities!

• DFARS Compliant
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping
Certifications                        Certified by the Canadian Standards Association File 91824

I.D.

.250

.78

.04

.56

.08

.31

I.D.

.09 .250

.08

.89

.28
.63

.250.04

.31
.56

.08

.78

I.D.

PART DATA PART APPLICATION TOOLING*
Inside AWG NO. Crimp
Dia. Range Material Die** Feeds Tool Packs Punch Anvil
in.
TVR Series - .560˝ Overall Length

.077 14-18 Brass 7333† 7333UXX5

.089 14-18 Brass 7319 7319UXX5

.091, 14-18 Brass 7301 7301UXX5

.122 Tin-Pl 7298† 7298UXX5

.091 14-18 Brass 7300 7300UXX5
Tin-Pl 7299† 7299UXX5

.093 14-18 Brass 7335 7335UXX5

.105 14-18 Brass 7304 7304UXX5 Left to Right B502L/B503L C180 C181
Tin-Pl 7311† 7311UXX5

.107 14-18 Brass 7305† 7305UXX5

.111 14-18 Brass 7308 7308UXX5

.122 14-18 Brass 7307 7307UXX5

.131 14-18 Brass 7315 7315UXX5

.138 14-18 Brass 7318 7318UXX5

.138, 14-18 Brass 7302 7302UXX5

.091

.151 14-18 Brass 7303 7303UXX5
SC Series - .630˝ Overall Length†

.080 26-22 Tin-Pl 7668 7668UXX5
Brass 7670 7670UXX5 Left to Right B530L/B531L C449 C450

.091 26-22 Tin-Pl 7672 7672UXX5
Post-Ni 7671 7671UXX5

1200 Series - .560˝ Overall Length†

.103 14-18 Brass 7270 7270UXX5

14-18 Brass 7283 7283UXX5
.105 Tin-Pl 7284 7284UXX5 Left to Right B502L/B503L C180 C181

14-12 Brass 7267 7267UXX5
.111 14-18 Brass 7291 7291UXX5

* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.
Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.

** "XX" represents Wire Gauge.  Please specify Wire Gauge when ordering.
† Not CSA certified.

Heyco® Female Pin Connectors
Round Barrel
For mating Male Pins, see pages 8-45 & 8-46
For Female Ground Pins, see pages 8-41 & 8-44

TVR Series
• .56˝ (14,2 mm) Overall Length.
• .31˝ (7,9 mm) Round Barrel Length.
• Wide inside diameter range: from
   .077˝ (2,0 mm) to .151˝ (3,8 mm).
• 1/4˝ (6,4 mm) spacing between 
   connectors for quick, easy attachment.
• Conductor crimp ears only.
• Available only in continuous strip form,
   regular (left to right) wind.
• DFARS Compliant

SC Series
• .63˝ (16,0 mm) Overall Length.
• .28˝ (7,1 mm) Round Barrel Length.
• 1/4˝ (6,4 mm) spacing between 
   connectors for quick, easy attachment.
• Conductor crimp ears only.
• Available only in continuous strip form, 
   regular (left to right) wind.
• SC Series not CSA certified
• DFARS Compliant

1200 Series
• .56˝ (14,2 mm) Overall Length.
• D-Shape Barrel with "trap door".
• .109˝ (2,8 mm) mating Pin diameter 
   for all Part Nos. in Series 1200.
• Mold with D-Shape load pin.
• 1/4˝ (6,4 mm) spacing between 
   connectors for quick, easy attachment.
• Conductor crimp ears only.
• Available only in continuous strip form, 
   regular (left to right) wind.
• 1200 Series not CSA certified.
• DFARS Compliant

TVR Series SC Series 1200 Series

Now Available
in Single Reel

Order Quantities!
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Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

I.D.

.63

.250

.08

.09

.89

.28

FE Series
• .63˝ (16,0 mm) Overall Length.
• .28˝ (7,1 mm) Round Barrel Length.
• Round barrel with wide inside 
   diameter range: from .060˝ (1,5 mm) 
   to 1.05˝ (26,7 mm).
• 1/4˝ (6,4 mm) spacing between 
   connectors for quick, easy attachment.
• Conductor crimp ears only.
• Available only in continuous strip form, 
   regular (left to right) wind.
• DFARS Compliant

Heyco® Female Pin Connectors
Round Barrel with Insulation Crimp
For mating Male Pins, see pages 8-45 & 8-46
For Female Ground Pins, see pages 8-41 & 8-44

PART DATA PART APPLICATION TOOLING*
Inside AWG NO. Crimp
Dia. Range Material Die** Feeds Tool Packs Punch Anvil
in.
FE Series - .630˝ Overall Length

Brass 7382 7382UXX5
.060 20-18 Tin-Pl 7383 7383UXX5

Post-Ni 7385 7385UXX5
Brass 7370† 7370UXX5

.062 20-18 Brass 7386† 7386UXX5
Tin-Pl 7389† 7389UXX5

.067 20-18 Brass 7387 7387UXX5

.070 20-18 Tin-Pl 7379 7379UXX5

.072 20-18 Tin-Pl 7381 7381UXX5

.074 20-18 Brass 7393 7393UXX5 Left to Right B514L/B515L C185 C189

.078 20-18 Brass 7369 7369UXX5

.079 20-18 Tin-Pl 7371† 7371UXX5
20-18 Tin-Pl 7372 7372UXX5

.082 20-18 Tin-Pl 7378 7378UXX5

.088 20-18 Brass 7400 7400UXX5

.091 20-18 Brass 7395 7395UXX5
Tin-Pl 7380 7380UXX5

.093 20-18 Brass 7384 7384UXX5

.097 20-18 Brass 7376 7376UXX5

.105 20-18 Brass 7405 7405UXX5
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Short Insulation.

FE Series

Now Available
in Single Reel

Order Quantities!
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Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)

.255

.95
.61

.08

1.11

.122

I.D.

.50
.10

.87

.23

.600

I.D.

.50
.10

.600

.23

.87

.350

1.07
.88

.46
.70

Heyco® Specialty Female Connectors
For mating Male Pins, see pages 8-45 & 8-46
For Female Ground Pins, see pages 8-41 & 8-44
                              PART DATA                            PART NO.                           APPLICATION TOOLING*
  Inside     Barrel      Overall      AWG                                                                                                 Tool             Crimp         
   Dia.      Length      Length     Range   Material                           Die**             Feeds                 Packs           Punch     Anvil
     in.           in.             in.

1330 Series
                                                                               7357       7357UXX5    Right to Left     B580R/B581R     C792     C793
                                                                                                                   or     B578R/B579R     C737     C738

                .610         .950       24-18      Brass         7359†      7359UXX5    Left to Right     B582L/B583L     C026     C035
                                                                                                                   or     B584L/B585L     C030     C037
                                                                               7358†      7358UXX5    Right to Left     B582R/B583R     C026     C035
                                                                                                                   or     B584R/B585R     C030     C037
   

.122
      .330         .670       18-16      Brass         7366       7366UXX5    Left to Right     B572L/B573L     C020     C034

                .450         .800       18-16      Brass         7364       7364UXX5    or      B574L/B575L     C024     C036
                                                                               7360       7360UXX5                                                                        
                .610         .950       18-16      Brass         

7361       7361UXX5
   Right to Left     B572R/B573R     C020     C034

                                                                                                                   or     B574R/B575R     C024     C036
JH Series - 3-Finger Crimp

   .105       .500         .870       18-16      Brass         7535       7535UXX5                                                                        
   .122       .500         .870       18-16      Brass         7540       7540UXX5    Left to Right     B524L/B525L     C362     C367
   .153       .500         .870       18-16      Brass         7545       7545UXX5                                                                        

JHB Series - Swedged Crimp
   .105       .500         .870       18-16      Brass         7610       7610UXX5                                                                        
   .122       .500         .870       18-16      Brass         7615       7615UXX5    Left to Right     B526L/B527L     C580     C581
   .153       .500         .870       18-16      Brass         7620       7620UXX5

Heater Cord Connector
   .156         -               -          18-14      Brass         7530       7530UXX5    Left to Right     B970L/B971L     C701     C697
* Heyco high volume Application Tooling, designed for 3-5 ton presses - see page 8-59.

Heyco Mini Applicators, designed for 1.5-3 ton bench top presses, are available - see page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† With Insulation Crimp for strain relief and wire support for insertion into the housing.

1330 Series
• D-Shape Barrel for better contact.
• .125˝ (3,2 mm) mating Male Pin 
   diameter for all Part Nos. in Series 1330
   – Available in (3) different lengths:  
       .33˝ (8,4 mm), 45˝ (11,4 mm) and 
       .61˝ (15,5 mm).
�  – Assembly dies available for crimping 
       1, 2 or 3 conductors simultaneously.
• 1/4˝ (6,4 mm) spacing between 
   connectors for quick, easy attachment.
• Conductor crimp ears only.
• Available only in continuous strip form, 
   regular (left to right) wind and reverse 
   (right to left) wind.
• DFARS Compliant
JH & JHB Series
• .87˝ (22,1 mm) Overall Length.
• .50˝ (12,7 mm) Round Barrel Length.
• Conductor crimp ears only.
• Available only in continuous strip form, 
   regular (left to right) wind.
• DFARS Compliant
Heater Cord Connector
• 3 wiping legs assure excellent 
   electrical continuity.
• Features flaps below crimp for added

strain relief when placed in a housing.
• Mates with a .156˝ (4,0 mm) diameter 
   Male Pin.
• DFARS Compliant

1330 Series

JH Series

JHB Series

Heater Cord Connector

Now Available
in Single Reel

Order Quantities!
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8-50

.310

.75

1.37

.314 
.16

.250

.48
.82

.045
.188

.125

.57

.450

.10
.911.07

.205 .145

.55

.13

.420

.49

.205 .15

.56
.91

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping

1152 Series 1155 Series

ECN60 & EC60 Series 1120 Series

                              PART DATA                                  PART NO.                                            APPLICATION TOOLING*
               Type                    AWG         Material                                     Die**               Feeds                    Tool                  Crimp          Anvil
                                          Range                                                                                                                Packs                Punch

1152 Series
      

Wiping Contact           18-12
          Brass             7277             7277UXX5      

Left to Right       B406L/B407L           C504           C510                                                            Tin-Pl             7274             7274UXX5                
1155 Series

                  
                       18-12

          Brass             7279             7279UXX5                
     Wiping Contact                               Tin-Pl             7273             7273UXX5      Left to Right       B410L/B411L           C283           C291
                                         22-16          Brass             8048             8048UXX5

1155-90 Series†

  Wiping Contact 90°                            Brass             7261                     -                     Bulk                        -                         -                  -
ECN60 Series - Low Temperature

     
Edge Connector           18-14

          Brass             7231             7231UXX5      Left to Right       B962L/B963L           
C686           C687                                                            Brass             7230             7230UXX5      Right to Left       B962R/B963R

EC60 Series - Low Temperature
     

Edge Connector           
18-14          Brass             7225             7225UXX5      Left to Right       B416L/B417L           C293           C302

                                        14-10          Brass             7227             7227UXX5      Left to Right       B950L/B951L           C632           C636
1120 Series

      Wiping Contact           14-12          Brass             7241             7241UXX5      Left to Right       B404L/B405L           C399           C401
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† For additional Heyco PCB Contacts, see page 8-38.

.25

.15

.56.78

.31

.205

1155-90 Series

Heyco® Female Cord Connectors
For mating Male Blades, see pages 8-27 thru 8-34
For Female Ground Pins, see pages 8-41 & 8-44.

1152 Series

EC Series

1120 Series

1152 & 1155 Series
• Wiping design for maximum contact 
   between surfaces.
• Available in strip form only. 
• 1152 made from .027˝ material; 1155 
   made from .020˝ material.
• Part No. 8048 features a dual crimp.
• DFARS Compliant

1155-90 Series
• Wiping design for maximum contact 
   between surfaces.
• Designed for Circuit Board use.
• Available in bulk form only. 
• For additional PCB Connectors see 
   page 7-22.
• DFARS Compliant

ECN60 & EC60 Series
• .0275˝ (0,7 mm) thick material.
• Edge Connector design.
• Meet UL and CSA low temperature
   insertion requirements.
• Available in strip form only.
• DFARS Compliant

1120 Series
• This is a heavy duty Female Wiping 
   Contact Blade, see page 8-27.
• DFARS Compliant
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8-51

Heyco® Male Pins Mating Chart - Pages 8-45 and 8-46

*These are Brass 1330 Series Specialty Females, differing in feed direction and 
insulation crimp.
Please consult Heyco for parts lacking mates.

Consult Heyco for parts lacking mates.

MALE PART DATA PART NOS.

AWG Mating Mating
Dia. Range Material Male Female Female
in. Series

MP075 Series
.075 20-18 Brass 7010 7381 FE

MP089 Series
Brass 7012

.089 20-18 Tin-Pl 7013 - -

Post-Silver 7011

MP093 Series

20-18 Brass 7002 7395

Tin-Pl 7003 7380

20-18 Brass 7000 7395 FE

.093 Tin-Pl 7001 7380

20-18 Tin-Pl 7004 7380

16-14 Brass 7008 7300 TVR
Tin-Pl 7009 7299

MP109 Series

20-18 Brass 7032 7305 TVR

Tin-Pl 7033 - -

20-18 Brass 7030 7405 FE

Tin-Pl 7031 - -

.109 20-18 Brass 7034 7405 FE

Tin-Pl 7035 - -

16-14 Brass 7049 7283

Tin-Pl 7050 7284 1200

16-14 Brass 7047 7283

Tin-Pl 7048 7284

MALE PART DATA PART NOS.

AWG Mating Mating
Dia. Range Material Male Female Female
in. Series

MP122 Series
.122 16-14 Tin-Pl 7055 - -

MP125 Series
20-18 Brass 7062

20-18 Brass 7060 7357,
Tin-Pl 7061 7358 or 1330

20-18 Brass 7064 7359*
.125 Tin-Pl 7065

16-14 Brass 7068 7360,

Tin-Pl 7069 7361, 1330

16-14 Tin-Pl 7073 7364 or

Tin-Pl 7076 7366*

MP141 Series
.141 18-16 Brass 7171 - -

MP156 Series

18-16 Brass 7181 7620 JHB

.156 Tin-Pl 7183 - -

18-16 Brass 7180 7620 JHB

MP178 Series

18-14 Brass 7194 - -

.178 Tin-Pl 7195 - -

12-10 Brass 7192 - -

Tin-Pl 7193 - -

Heyco® Specialty Pins
Mating Chart

Page 8-42

MALE PART DATA PART 

AWG NO. Mating
Dia. Range Material Male Female
in. Series

PCB
.187 - Brass 5940 1500,1526, 1530

.187 - Brass 5907 and 1550 Series

.125 - Tin-PI 8050 1330 Series

Electric Blanket
.125 26-18 Brass 7086 1330 Series

Medical Pins - Consult Heyco for .178˝ Diameter Mates

Materials                              Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
                                            Tin-Pl = Brass, Tin plated before or after stamping
                                            Post-Ni = Brass, Nickel plated after stamping

• DFARS Compliant
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®

8-52

.312

1.67

.31

.435 TYP.

1.42
1.67

.31

.435 TYP

.310

1.43

C.G.

72527249 & 7250

                           PART DATA                         PART NO.                       APPLICATION TOOLING*
                                           Contact                                                                                          Tool            Crimp        
        Type             AWG         Gap      Material                         Die**            Feeds                Packs          Punch    Anvil
                           Range         in.

                                               .045         Brass          7249      7249UXX5
         POL             18-14        .055         Brass          7250      7250UXX5    Left to Right     B718L/B719L     C091     C097
                                               .050         Brass          7252      7252UXX5
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)

Heyco® Multi-Connectors for Extension Cords
For mating Male Blades, see pages 8-29 thru 8-34.
For Male Ground Pins, see pages 8-39 & 8-40.

.045(3)

.47(3) 1.07

.25(3)

C PLUGL
CPLUG
L

CPLUG
L .38(3)

TO FIT .186 GROUND PIN OR
"U" SHAPED GROUND PIN

1.26

8070 8072

                           PART DATA                            PART NO.                          APPLICATION TOOLING*
                                           Contact                                                                                                          Crimp          
        Type             AWG         Gap      Material                                    Die**                    Feeds              Punch     Anvil
                           Range         in.

        Blade            16-12          n/a          Brass              8070              8070SXX5                   Bulk                0W52     0W53
       Ground          16-12          n/a          Brass              8072              8072SXX5                   Bulk                 0V60       0V61
* Use the Heyco Standard Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

Web-Foot Female

Cube Tap Female
• DFARS Compliant

• DFARS Compliant
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.055

1.560

.325

.31

3.97

.450

3.87

(3) TO FIT
.186 GROUND PIN OR
"U" SHAPED GROUND PIN

1.56

.053

2.06

.315

.32

.61

.335
2.06

.350

2.32
1.218

.327

TO FIT
"U" SHAPED
GROUND PIN

.310

8084 8085 8081

                            PART DATA                                PART NO.                                         APPLICATION TOOLING*
              Type                   AWG        Material                                   Die**              Feeds                   Tool                 Crimp         Anvil
                                        Range                                                                                                            Packs               Punch

  Female Blade .045˝       18-14         Brass            8079                     
 Female Blade .055˝       18-14         Brass            8080                    -                    Bulk                       -                       -                 -
     Female Ground          18-14         Brass            8081
           (Short)                

18-14         Brass            8084            8084UXX5     Left to Right      B978L/B979L
    C918, C919    

C912      Female Blade                                                                                                                                                    & C920
           (Short)                

18-14         Brass            8085            8085UXX5     Left to Right      B980L/B981L
    C926, C927    

C923     Female Ground                                                                                                                                                   & C928
* Use the Heyco Universal Applicator Die (indicated by “U” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.

8080

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)

Heyco® Multi-Connectors for Power Blocks
In-Line Power Block Females

• DFARS Compliant
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8-54

1.56

.38

3.38

.68.81

.78

3.38

1.56

.38

1.12

8088 8089

                            PART DATA                                PART NO.                                         APPLICATION TOOLING*
              Type                   AWG        Material                                   Die**              Feeds                   Tool                 Crimp         Anvil
                                        Range                                                                                                            Packs               Punch

      Female Blade            16-12         Brass            8086                    -                    Bulk                       -                   0W52        0W53
     

Female Ground          16-12
         Brass            8088†                   -                    

Bulk                       -                    0V60          0V61                                                         Brass            8089            8089SXX5
* Use the Heyco Universal Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Consult Heyco for Part No. 8088 drawing; crimp location is different from 8089 (pictured).

Heyco® Multi-Connectors for Power Blocks
For mating Male Blades, see pages 8-29 thru 8-34.
For Ground Pins, see pages 8-39 & 8-40.
In-Line Power Block Females

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)

.045(3)

.47

.25(3)

1.56

3.38

.99

8086

• DFARS Compliant
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.19
.250

.250

.058U/L & CSA 

MOLD LINE

.464

1.59

.17

.060

.200

.44

.15.250

.313

.313
.19.250 .250

.058U/L & CSA 

MOLD LINE

.464

.200

.44

1.59

.15

.17

  

.060

.058U/L & CSA 

MOLD LINE

.464

.44

1.59

.17

.15

.060

.200

.250

.058U/L & CSA 

MOLD LINE

.464

1.59

.17
.060

.200

.44

.15

.250

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
Certifications                        Recognized Component under UL File E164169

6304 (bulk) & 6306 (strip)

6305 6313 & 6314 (must be purchased together)

6310

Heyco® Male/Female Combination Terminals –
27 Gauge
Full Thickness Combination Blades - .058˝ Mold Line Thickness
For Heyco’s complete line of Full Thickness Blades, see pages 8-31 thru 8-34.

1186 Series
• Typical use is 3 to 2 wire grounding 
   adapters and piggy-back current taps.
• Narrow at female end to allow for use 
   of stronger mold loading pins.
• Female end is a wiping contact.
• 1.59˝ (40,4 mm) overall length.
• Available in bulk only. 
• For less costly Padded version see 
   1189 Series on page 8-57. 
• DFARS Compliant
1186-C Series
• Same as 1186 Series except 
   conductor has crimpng ears. 
• Features a notched blade for high 
   temperature pull-out requirements. 
• Available in both bulk and strip form. 
• For lower cost Padded version see 
   page 8-57.
• DFARS Compliant

                              PART DATA                                      PART NO.                            APPLICATION TOOLING*
       Overall                                                                                                                                                           Crimp         
        Length           Type        Width       Material         Non-                                  Die**                 Feeds           Punch     Anvil
           in.                                  in.                             polarized    Polarized

1186 Series - Flat Blades
                               Blade          .250           Brass           6305                -                       
          1.59              Blade          .313           Brass               -               6313†                            -                        Bulk                  -             -
                             Neutral        .250           Brass               -               6314†

1186-C Series - Flat Blades with Crimp
                                               Blade          .250           Brass           6304                -                       -                        Bulk                  -             -

          1.59                  
                                                    6306                -               6306SXX5              Left to

                               
Blade          .313           Brass               -              6310††          6310SXX5               Right              019C      021C

                             Neutral        .250           Brass                
* Use the Heyco Standard Applicator Die (indicated by “S” in the Die Part No.), page 8-59.
** “XX” represents Wire Gauge. Please specify Wire Gauge when ordering.
† Parts are not UL Recognized and must be purchased together in equal quantities.
†† Polorized pair in strip form, not UL Recognized.
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Heyco® Male/Female Combination Terminals –
27 Gauge
Full Thickness Combination Blades - .058˝ Mold Line Thickness
For Heyco’s complete line of Full Thickness Blades, see pages 8-31 thru 8-34.
                                             PART DATA                                                                  PART NO.
       Overall                                                                                                                                                                        
        Length                    Type                    Width                  Material                  Non-                                                 Feeds
           in.                                                      in.                                                 polarized              Polarized

1191 Series - 7-Shape
                                        Blade                      .250                      Brass                     6363                          -
          1.95                      Blade                      .313                      Brass                         -                         6364†                     Bulk
                                      Neutral                     .250                      Brass                         -                         6365†

• Double spring form construction.
• Long length suitable for use in 
   serial plugs.
• Female end is a wiping contact.
• 1.95˝ (49,5 mm) overall length.
• 7-Shape Blades feature a retention 
   ledge to maintain position during 
   overmolding (mold stop).
• Available in bulk only.
• DFARS Compliant

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
Certifications                        Recognized Component under UL File E164169

.250
.250

U/L & CSA 

MOLD LINE

.17

.464

1.95

.56

.200

.062

.54

.15

.058

  

.313

.19

U/L & CSA 

MOLD LINE

.17

.464

1.95

.56

.200

.062

.54

.250

.058

.15

6363 6364 & 6365 (must be purchased together)

† Parts must be purchased together in equal quantities.
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1.03.843

.187

U/L & CSA 

MOLD LINE

MOLD LINE

1.88

.13

AA

.31

TO MATE WITH .187 DIA. PIN

.56

2.13

.13

1.03.843

.187

7

U/L & CSA 

MOLD LINE

MOLD LINE

AA

1189 Series Non-Polarized 1189 Series Polarized

1125 Series 1125-L

.250

U/L & CSA 

MOLD LINE

.17

.464

1.59

.20 .13

.44

.043

.54

.062
.313

.250
.19

.250

U/L & CSA 

MOLD LINE

.17 .464

1.59

.20 .13

.44

.043

  

.54

.062

                                        PART DATA                                                                 PART NO.
     Overall                                                                                                                                                            
     Length               Type                  Width                Material          Non-polarized       Polarized               Feeds
         in.                                               in.                                                                                 

1189 Series
                              Blade                   .250                    Brass                    6320                      -
       1.59                Blade                   .313                    Brass                        -                      6321                    Bulk
                             Neutral                  .250                    Brass                        -                      6322                        

Heyco® Male/Female 
Combination Terminals - 20 Gauge
Padded Combination Blades - .043˝ Mold Line Thickness
For Heyco’s complete line of Padded Blades, see pages 8-29 & 8-30.

Heyco® Combination Ground Pins
For Heyco’s complete line of Ground Pins, see pages 8-39 thru 8-44.

Material                                Alloy 260 Brass (70% Cu, 30% Zn. Higher Cu content resists dezincification)
Certifications                        Recognized Component under UL File E164169

• Interchangeable with 1186 Series, 
   page 8-53.
• Higher temper, thinner material for 
   lower cost, yet these Padded Blades 
   are functionally equivalent to their 
   Full thickness counterparts.
• Female end is a wiping contact.
• 1.59˝ (40,4 mm) overall length.
• Available in bulk only.
• DFARS Compliant

• For grounding type adapters, series 
   plugs and piggy-back current taps.
• 1125 Series parts are grounding 
   pin/ground connectors, compatible 
   with ALL Combination Terminals on 
   pages 8-55 thru 8-57.
• 1526 Series parts are terminal 
   lug/ground connectors designed for 
   circuit boards or “3 to 2” wire 
   grounding adapters or converters. 
   For use with 1186 and 1189 Series
   Combination Terminals, pages 8-55 
   and above.
• DFARS Compliant

                                                   PART DATA                                                             PART NO.
         Overall                                                    Mate                                                                                           
         Length                      Type                       Dia.                     Material                                                    Feeds
             in.                                                          in.                                                                                             

1125 Series - Round Barrel
           

1.88                   Ground Pin                  .187                        Brass
                     7245                          Bulk

                                                                                                                                      7246                    Right to Left
           2.13               Long Ground Pin             .187                        Brass                      7247                          Bulk

1526 Series - D-Shape Barrel
           1.08                     D-Shape                    .187                        Brass                      7347                          Bulk
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Applicator Ordering Guidelines and Press Specifications...

To order a Heyco® Applicator:
Please provide your customer service representative 
with the following:
1. Correct Heyco part number
2. American Wire Gauge (AWG) you will be using with the 
   Heyco part number (AWG replaces the "XX" that appears 
   under the Die column in the tabular charts).
3. Shut height of your press
4. Sample of the wire you are using

7.000

3.5001.88

1.13

0.1251.25

3.25

4.00 MIN. (for standard applicators)
3.00 MIN. (for universal applicators)

FRAME THROAT

CENTERLINE OF RAM
& SHANK LOCATION

OPTIONAL SCRAP HOLE

3/8-16 THRD
THRU (2)

NOT NEEDED FOR 
SCRAPLESS PARTS

THROAT WIDTH:
3.38 MIN. UNIVERSAL
& STANDARD APPLICATORS
4.00 MIN. FOR REAR FED
6.00 MIN FOR RANGE BLADE
STRIP APPLICATORS

      

 

      
     
  
       

Press Specifications:
For Universal and Standard Applicators:
1. 3.0 to 5.0 tons depending on terminal
2. Universal: 1.00-1.50˝ (25,4 – 38,1 mm) stroke 4.00-5.00˝ 
   (101,6 – 127,0 mm) shut height
3. Standard: 1.50˝ (38,1 mm) stroke 5.00˝ (127,0 mm) shut height
4. Diameter of mounting hole for shank 1.00˝ (25,4 mm)

For Heyco® Mini Applicators:
1. 1.5 to 3.0 tons depending on terminal
2. 1.575˝ to 1.181˝ (30 – 40 mm) stroke
3. 5.346˝ (135,8 mm) shut height
4. Mounting mini die T style coupling
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Heyco® Application Equipment

Heyco Mini Applicators
Quick change Mini-Applicators compatible with industry standard 1.5 - 3 ton presses
available. Consult Heyco with your specific application needs.

For use with the following Heyco parts.

                            DESCRIPTION                                               PAGE NO.                                PART NO.

    Heyco Ring and Spade Terminals                                        8-15, 8-16                                      All

    
                                                                                            8-13, 8-14                                      All

    Heyco Quick Connect Terminals                                                8-8                                     4750, 4751
                                                                                                      8-9                               4838, 4834, 4835
    Heyco Padded Male Blades                                                      8-29                                           All
    Heyco Full Thickness Male Blades                                            8-31                                           All
                                                                                                     8-33                                         None
    Heyco .187˝ Diameter Ground Pins - Male & Female           8-39, 8-41                                      All
    Heyco Specialty Pins                                                                8-42                                           All
    Heyco Male Pins                                                                  8-45, 8-46                                      All
    Heyco Female Pin Connectors - Round Barrel                          8-47                                           All
    Heyco Female Pin Connectors - Round Barrel                          

8-48                                           All    with Insulation Crimp
    Heyco Specialty Female Connectors                                         8-49                                           All

Standard Applicator Die
Required for some Heyco® terminals. Fits in standard bench presses with 
5˝ shut height and 1-1/2˝ stroke. Left-to-right and right-to-left or rear feed.

Universal Assembly Die–Applicator Die
Modular design allows the application of a wide variety of terminals in one die set.
The top and bottom “tool packs” are replaced to apply different types of terminals.
Adjustable feed: left-to-right or right-to-left. 
Adjustable stroke: fits most standard 3 and 5 ton presses. Easy crimp height 
adjustments. New feed and drag design make for simple consistent feed adjustments.

For Ordering Instructions and Press Specifications, see page 8-58
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Heyco® Application Equipment

Semi-Automatic Application Systems
for Heyco Female and Male “Bridges”
only, pages 8-22 thru 8-24
This equipment provides accurate, easy
termination of all three contacts at once for
Heyco’s Male and Female Preassembled
Cordset Components. Parts are bowl or
gravity fed into the application die
eliminating the need for operator
placement. The unique funnel design
provides precise placement of the wire in
the contacts crimps. A Stripping unit can be
added to prepare the wire prior to
termination.

Wire Stripper
Heyco now offers a Wire Stripping Unit for use with our Semi-Automatic Application
Systems. This unit will cut and strip to length the inner jacket of your wire. It also
preforms the wire for faster insertion when using our Semi-Automatic Application
Systems. 

Order the Z464 Wire Stripper Assembly Base with the appropriate wire gauge tooling shown:
       Z462 Wire Stripper (18 Ga.)
       Z498 Wire Stripper (16 Ga.)
       Z499 Wire Stripper (14 Ga.)
       Z590 Wire Stripper (12 Ga.)
       Z591 Wire Stripper (10 Ga.)
The wire gauge tooling is interchangeable if various wire gauges are required.

Visit heyco.com for video on training and usage
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Stay Connected with Heyco® for All of Your Stamping Needs

Heyco’s modern and efficient high-speed Stamping Room has presses from 22 to 60 tons for high
speed production of blades, pins, terminals, female contacts, and other power components.
These presses, along with our auxiliary equipment and highly trained technicians, can accommodate
a large variety of custom stampings in ferrous and nonferrous materials in addition to our core lines
of 110V and 220V electrical components. 

High speed application equipment and tooling are available to speed the use of our products and
save you money, while our on-site tool shop provides fast turnaround for tool maintenance, repair
and modification.

8-61
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PVC OVERMOLD

NYLON 6/6
PREMOLD,
SHELL

70/30
BRASS 
FEMALE
BLADE

NYLON 6/6
PREMOLD,
CORE

Heyco® Custom Turn-2-Lock (T2L)Cord and Plug Sets
Male and Female Configurations

• We offer 12˝ to 15+ feet Turn-2-Lock Whips in both Male and Female NEMA configurations.

• Popular 125, 250, 277, 347, and 480 Volt; with 15, 20, and 30 Amp NEMA configurations available.

• Standard colors are Black and White. Consult Heyco for custom colors.

• And please consult Heyco for special Lengths, applied Terminations and Strain Reliefs, and other 
   Custom configurations not shown. Turn-2-Lock can be supplied with a Strain Relief, Metallic or 
   Non-Metallic Cordgrip, and/or a Ring or other Terminal(s) already attached, to save time and 
   reduce cost in your assembly process.

• For ease of assembly into the panel, we can assemble a Snap-In Self-Locking Strain Relief or 
   Snap-In Cordgrip Strain Relief to your Cordset.

• For additional UL approved wire types such as SJTOW, SJTOOW, STW, and STOOW, consult Heyco.

New Heyco® Custom Turn-2-Lock Cord and Plug Sets are specifically designed for
use in highbay and lowbay lighting, display cases, commercial cooking, laundry,
construction, and other specialty equipment where the possibility of the male and
female ends of the plug becoming easily disconnected is not an option.

PVC
OVERMOLD

70/30 BRASS
MALE BLADE

NYLON 6/6
PREMOLD,
CORE

At Heyco we use only

Alloy 260 (70/30 Brass-higher Cu content resists dezincification)
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1.25

.250

A

C

B

D

PLUG END STRAIN RELIEF OR LIQUID TIGHT FITTING

                                                                                 Wire                    Overall       ROJ         Strip          Ring           Strain Relief
                                                                                                                       Length                       Length    Terminal                  
                                                                               Gauge                                 A               B              C                               Part           D
  Part No.              Description             Color     AWG/Cond        Type             in.              in.             in.         Part No.        No.            in.
  L5-15R, 12 Gauge                                                                                                                                                               
  S7610AI         FT2L 125V-15A        Black         12-3           SJTW           24            2.5          1/2          8145            -              -
  S7610            FT2L 125V-15A        Black         12-3           SJTW           36            2.5          1/2          8145            -              -
  S7611            FT2L 125V-15A        White         12-3           SJTW           36            2.5          1/2          8145            -              -
  S7612            FT2L 125V-15A        Black         12-3           STOW          36            2.5          1/2          8145            -              -
  S7610QQ       FT2L 125V-15A        Black         12-3           SJTW           48             5            1/2          8145            -              -
  S7612AQ        FT2L 125V-15A        Black         12-3           STOW          54            15           1/2          8145            -              -
  S7610NN       FT2L 125V-15A        Black         12-3           SJTW           60            2.5          1/2          8145            -              -
  S7612NN       FT2L 125V-15A        Black         12-3           STOW          60            2.5          1/2          8145            -              -
  S7612WW      FT2L 125V-15A        Black         12-3           STOW          66             6            1/2          8145            -              -
  S7610AH        FT2L 125V-15A        Black         12-3           SJTW           72            2.5          1/2          8145            -              -
  S7612BR        FT2L 125V-15A        Black         12-3           STOW          72            2.5          5/8             -               -              -
  S7612SS        FT2L 125V-15A        Black         12-3           STOW          84            2.5          1/2          8145            -              -
  S7612BK        FT2L 125V-15A        Black         12-3           STOW          96            2.5          5/8             -               -              -
  S7612AE        FT2L 125V-15A        Black         12-3           STOW         120           2.5          5/8                             -              -
  L5-20R, 12 Gauge                                                                                                                                                             
  S7743BM       FT2L 125V-20A        Black         12-3           SJTW           12             5            1/2             -            1865          6
  S7743BH        FT2L 125V-20A        Black         12-3           SJTW           24            3.5          1/2             -            1865         4.5
  S7743            FT2L 125V-20A        Black         12-3           SJTW           36            2.5          1/2          8145            -              -
  S7744            FT2L 125V-20A        White         12-3           SJTW           36            2.5          1/2          8145            -              -
  S7750            FT2L 125V-20A        Black         12-3           STOW          36            2.5          1/2          8145            -              -
  S7750ZZ        FT2L 125V-20A        Black         12-3           STOW          36             6            1/2          8145            -              -
  S7750B          FT2L 125V-20A        Black         12-3           STOW          60             5            1/2             -               -              -
  S7750WW      FT2L 125V-20A        Black         12-3           STOW          66             6            1/2          8145            -              -
  S7743AW       FT2L 125V-20A        Black         12-3           SJTW           72             5            1/2             -               -              -
  L7-15R, 12 Gauge                                                                                                                                                             
  S7733            FT2L 277V-15A        Black         12-3           SJTW           36            2.5          1/2          8145            -              -
  S7734            FT2L 277V-15A        White         12-3           SJTW           36            2.5          1/2          8145           -              -

Custom Female T2L Configurations
         Recognized for Use in the U.S. and Canada Under File E217650

Commonly Applied Turn-2-Lock Accessories
Ring Terminals

PART NO. DESCRIPTION Page
6072 .265, HD 8-12 AWG 8-15
8123 #8, 20-14 AWG 8-16
8125 #10, 20-14 AWG 8-16
8145 #10, 12 AWG 8-16
8147 #10, 10 AWG 8-16

Strain Relief Devices
PART NO. DESCRIPTION Page

1859 RDD 301-2 Black 4-8
1860 RDD 301-2 White 4-8
1865 RDD 401 Black 4-8
3231 LTF 1/2 NPT Black 3-19
4539 Brass CG Pg11-120 3-35
4545 Brass CG Pg16-150 3-35
4547 Brass CG Pg21-160 3-35• DFARS Compliant
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                                                                                 Wire                    Overall       ROJ         Strip          Ring           Strain Relief
                                                                                                                       Length                       Length    Terminal                  
                                                                               Gauge                                 A               B              C                               Part           D
  Part No.              Description             Color     AWG/Cond        Type             in.              in.             in.         Part No.        No.            in.
  L5-15P, 16 Gauge                                                                                                                                                        
  S7650            T2L 125V-15A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7651            T2L 125V-15A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7650W         T2L 125V-15A         Black         16-3         SEOOW         36           2.5          5/8            -               -              -
  S7651E          T2L 125V-15A        White         16-3          SEOW          36           5.5          1/2         8125        1859        6.5
  S7651W         T2L 125V-15A        White         16-3          SEOW          36           2.5          5/8            -               -              -
  S7651D          T2L 125V-15A        White         16-3          SEOW          42             3           1/2            -               -              -
  S7651XX        T2L 125V-15A        White         16-3          SEOW          48           2.5          1/2         8125           -              -
  S7650G          T2L 125V-15A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7651FF        T2L 125V-15A        White         16-3          SEOW          72           2.5          5/8            -               -              -
  S7651G          T2L 125V-15A        White         16-3          SEOW          72           2.5          1/2         8125           -              -
  S7651AU       T2L 125V-15A        White         16-3          SEOW          78             4           1/2         8125           -              -
  S7651AB        T2L 125V-15A        White         16-3          SEOW          84           2.5          5/8            -               -              -
  S7650I           T2L 125V-15A         Black         16-3         SEOOW         96           2.5          1/2         8125           -              -
  S7651BK        T2L 125V-15A        White         16-3          SEOW          96           2.5          5/8            -               -              -
  S7651AC        T2L 125V-15A        White         16-3          SEOW         108          2.5          5/8            -               -              -
  S7650BA        T2L 125V-15A         Black         16-3         SEOOW        120          2.5          1/2         8125           -              -
  S7651AE        T2L 125V-15A        White         16-3          SEOW         120          2.5          5/8            -               -              -
  L5-15P, 14 Gauge                                                                                                                                                        
  S7655            T2L 125V-15A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7656            T2L 125V-15A        White         14-3            SJT            36           2.5          1/2         8145           -              -
  L5-15P, 12 Gauge                                                                                                                                                        
  S7657AI         T2L 125V-15A         Black         12-3          SJTW          24           2.5          1/2         8145           -              -
  S7652            T2L 125V-15A         Black         12-3          STOW          36           2.5          1/2         8145           -              -
  S7657            T2L 125V-15A         Black         12-3          SJTW          36           2.5          1/2         8145           -              -
  S7658            T2L 125V-15A        White         12-3          SJTW          36           2.5          1/2         8145           -              -
  S7657QQ       T2L 125V-15A         Black         12-3          SJTW          48             5           1/2         8145           -              -
  S7652NN       T2L 125V-15A         Black         12-3          STOW          60           2.5          1/2         8145           -              -
  S7657NN       T2L 125V-15A         Black         12-3          SJTW          60           2.5          1/2         8145           -              -
  S7652AD       T2L 125V-15A         Black         12-3          STOW          66             2           5/8            -               -              -
  S7652WW     T2L 125V-15A         Black         12-3          STOW          66             6           1/2         8145           -              -
  S7657AH       T2L 125V-15A         Black         12-3          SJTW          72           2.5          1/2         8145           -              -
  S7652SS        T2L 125V-15A         Black         12-3          STOW          84           2.5          1/2         8145           -              -
  L5-20P, 16 Gauge                                                                                                                                                        
  S7640            T2L 125V-20A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7640BQ       T2L 125V-20A         Black         16-3         SEOOW         36             5           1/2                            -              -
  S7641BQ       T2L 125V-20A        White         16-3          SEOW          36             5           1/2                            -              -
  S7640A          T2L 125V-20A         Black         16-3         SEOOW         54             6           1/2         8125        3231          8
  S7640B          T2L 125V-20A         Black         16-3         SEOOW         60             5           1/2            -               -              -
  S7640G          T2L 125V-20A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7641RR       T2L 125V-20A        White         16-3          SEOW          96             5           1/2         8125           -              -
  S7640VV        T2L 125V-20A         Black         16-3         SEOOW        108            6           1/2         8125        3231          8

Custom Male T2L Configurations
         Listed for Use in the U.S. and Canada Under File E217650

• DFARS Compliant
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Custom Male T2L Configurations continued
         Listed for Use in the U.S. and Canada Under File E217650

                                                                                 Wire                    Overall       ROJ         Strip          Ring           Strain Relief
                                                                                                                       Length                       Length    Terminal                  
                                                                               Gauge                                 A               B              C                               Part           D
  Part No.              Description             Color     AWG/Cond        Type             in.              in.             in.         Part No.        No.            in.
  L5-20P, 14 Gauge                                                                                                                                                        
  S7613            T2L 125V-20A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7614            T2L 125V-20A        White         14-3            SJT            36           2.5          1/2         8145           -              -
  S7645            T2L 125V-20A         Black         14-3          SEOW          36           2.5          1/2         8145           -              -
  S7646            T2L 125V-20A        White         14-3          SEOW          36           2.5          1/2         8145           -              -
  S7645QQ       T2L 125V-20A         Black         14-3          SEOW          48             5           1/2         8145           -              -
  S7645B          T2L 125V-20A         Black         14-3          SEOW          60             5           1/2            -               -              -
  L5-20P, 12 Gauge                                                                                                                                                        
  S7647BL        T2L 125V-20A         Black         12-3          SJTW          12             5           1/2         8145        1865          6
  S7647BG       T2L 125V-20A         Black         12-3          SJTW          24           3.5          1/2         8145        1865        4.5
  S7642            T2L 125V-20A         Black         12-3          STOW          36           2.5          1/2         8145           -              -
  S7642ZZ        T2L 125V-20A         Black         12-3          STOW          36             6           1/2         8145           -              -
  S7647            T2L 125V-20A         Black         12-3          SJTW          36           2.5          1/2         8145           -              -
  S7648            T2L 125V-20A        White         12-3          SJTW          36           2.5          1/2         8145           -              -
  S7647BI         T2L 125V-20A         Black         12-3          SJTW          36             6           1/2            -               -              -
  S7642AA        T2L 125V-20A         Black         12-3          STOW          54             6           1/2                            -              -
  S7642B          T2L 125V-20A         Black         12-3          STOW          60             5           1/2            -               -              -
  S7642WW     T2L 125V-20A         Black         12-3          STOW          66             6           1/2         8145           -              -
  S7642AC        T2L 125V-20A         Black         12-3          STOW         108          2.5          5/8                            -              -
  L5-30P, 12 Gauge                       
  S7715            T2L 125V-30A         Black         12-3            SJO            36           2.5          1/2         8145           -
  S7716            T2L 125V-30A         Black         12-3           SJTO           36           2.5          1/2         8145           -
  S7717            T2L 125V-30A         Black         12-3            SJT            36           2.5          1/2         8145           -              -
  L5-30P, 10 Gauge                                                                                                                                                        
  S7718            T2L 125V-30A         Black         10-3            SJT            36           2.5          1/2         8145           -              -
  S7718BI         T2L 125V-30A         Black         10-3            SJT            36             6           1/2            -               -              -
  L6-15P, 16 Gauge                                                                                                                                                        
  S7690            T2L 250V-15A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7690W         T2L 250V-15A         Black         16-3         SEOOW         36           2.5          5/8            -               -              -
  S7691            T2L 250V-15A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7691E          T2L 250V-15A        White         16-3          SEOW          36           5.5          1/2         8125        1859        6.5
  S7691W         T2L 250V-15A        White         16-3          SEOW          36           2.5          5/8            -               -              -
  S7691D          T2L 250V-15A        White         16-3          SEOW          42             3           1/2            -               -              -
  S7690G          T2L 250V-15A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7691FF        T2L 250V-15A        White         16-3          SEOW          72           2.5          5/8            -               -              -
  S7691AU       T2L 250V-15A        White         16-3          SEOW          78             4           1/2         8125           -              -
  S7691C          T2L 250V-15A        White         16-3          SEOW          78             4           1/2         8125        1859          6
  S7690HH       T2L 250V-15A         Black         16-3         SEOOW         84             6           5/8            -               -              -

Don’t see the configuration you need?
Consult Heyco for your particular NEMA Plug; wire gauge, type, length, and color; and
Strain Relief and Termination requirements. Our Axcell® rapid development team is
ready to meet your design requirements.

• DFARS Compliant
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                                                                                 Wire                    Overall       ROJ         Strip          Ring           Strain Relief
                                                                                                                       Length                       Length    Terminal                  
                                                                               Gauge                                 A               B              C                               Part           D
  Part No.              Description             Color     AWG/Cond        Type             in.              in.             in.         Part No.        No.            in.
  L6-15P, 14 Gauge                                                                                                                                                        
  S7695            T2L 250V-15A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7696            T2L 250V-15A        White         14-3            SJT            36           2.5          1/2         8145           -              -
  S7695G          T2L 250V-15A         Black         14-3            SJT            72           2.5          1/2         8145           -              -
  L6-30P, 12 Gauge*                                                                                                                                                      
  S7705            T2L 250V-30A         Black         12-3            SJT            36           2.5          1/2         8145           -              -
  S7710            T2L 250V-30A         Black         12-3          STOW          36           2.5          1/2         8145           -              -
  S7710Q          T2L 250V-30A         Black         12-3          STOW          78             4           1/2            -           4547          5
  L6-30P, 10 Gauge                                                                                                                                                        
  S7700            T2L 250V-30A         Black         10-3            SJT            36           2.5          1/2         6072           -              -
  S7708            T2L 250V-30A         Black         10-3         STOOW         36           2.5          1/2         6072           -              -
  L7-15P, 16 Gauge                                                                                                                                                        
  S7630            T2L 277V-15A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7631            T2L 277V-15A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7631BQ       T2L 277V-15A        White         16-3          SEOW          36             5           1/2            -               -              -
  S7631E          T2L 277V-15A        White         16-3          SEOW          36           5.5          1/2         8125        1859        6.5
  S7631W         T2L 277V-15A        White         16-3          SEOW          36           2.5          5/8            -               -              -
  S7631D          T2L 277V-15A        White         16-3          SEOW          42             3           1/2            -               -              -
  S7630FF        T2L 277V-15A         Black         16-3         SEOOW         72           2.5          5/8            -               -              -
  S7630G          T2L 277V-15A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7631FF        T2L 277V-15A        White         16-3          SEOW          72           2.5          5/8            -               -              -
  S7631G          T2L 277V-15A        White         16-3          SEOW          72           2.5          1/2         8125           -              -
  S7631AU       T2L 277V-15A        White         16-3          SEOW          78             4           1/2         8125           -              -
  S7631C          T2L 277V-15A        White         16-3          SEOW          78             4           1/2         8125        1859          6
  S7630H          T2L 277V-15A         Black         16-3         SEOOW         84             3           1/2         8125           -              -
  S7630HH       T2L 277V-15A         Black         16-3         SEOOW         84             6           5/8            -               -              -
  S7631HH       T2L 277V-15A        White         16-3          SEOW          84             6           5/8            -               -              -
  S7630I           T2L 277V-15A         Black         16-3         SEOOW         96           2.5          1/2         8125           -              -
  S7631BK        T2L 277V-15A        White         16-3          SEOW          96           2.5          5/8            -               -              -
  S7631AC        T2L 277V-15A        White         16-3          SEOW         108          2.5          5/8            -               -              -
  S7631J          T2L 277V-15A        White         16-3          SEOW         108            6           5/8            -               -              -
  S7630AZ        T2L 277V-15A         Black         16-3         SEOOW        120          2.5          1/2            -           1859        3.5
  S7630BA        T2L 277V-15A         Black         16-3         SEOOW        120          2.5          1/2                            -              -
  S7631AE        T2L 277V-15A        White         16-3          SEOW         120          2.5          5/8            -               -              -
  L7-15P, 14 Gauge                                                                                                                                                        
  S7635            T2L 277V-15A         Black         14-3          SEOW          36           2.5          1/2         8145           -              -
  S7636            T2L 277V-15A        White         14-3          SEOW          36           2.5          1/2         8145           -              -
  L7-15P, 12 Gauge                                                                                                                                                        
  S7637            T2L 277V-15A         Black         12-3          SJTW          36           2.5          1/2         8145           -              -
  S7638            T2L 277V-15A        White         12-3          SJTW          36           2.5          1/2         8145           -              -

Custom Male T2L Configurations continued
         Listed for Use in the U.S. and Canada Under File E217650

• DFARS Compliant

*For 12 AWG applications, the power cords are derated to 20 Amp.
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                                                                                 Wire                    Overall       ROJ         Strip          Ring           Strain Relief
                                                                                                                       Length                       Length    Terminal                  
                                                                               Gauge                                 A               B              C                               Part           D
  Part No.              Description             Color     AWG/Cond        Type             in.              in.             in.         Part No.        No.            in.
  L7-20P, 16 Gauge                                                                                                                                                        
  S7620            T2L 277V-20A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7621            T2L 277V-20A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7621BQ       T2L 277V-20A        White         16-3          SEOW          36             5           1/2            -               -              -
  S7621QQ       T2L 277V-20A        White         16-3          SEOW          48             5           1/2         8145           -              -
  S7620G          T2L 277V-20A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7620I           T2L 277V-20A         Black         16-3         SEOOW         96           2.5          1/2         8125           -              -
  S7621BC        T2L 277V-20A        White         16-3          SEOW         120            6           5/8            -               -              -
  L7-20P, 14 Gauge                                                                                                                                                        
  S7625            T2L 277V-20A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7626            T2L 277V-20A        White         14-3            SJT            36           2.5          1/2         8145           -              -
  S7626QQ       T2L 277V-20A        White         14-3            SJT            48             5           1/2         8145           -              -
  L24-20P, 16 Gauge                                                                                                                                                      
  S7660            T2L 347V-20A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7661            T2L 347V-20A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7661AC        T2L 347V-20A        White         16-3          SEOW         108          2.5          5/8            -               -              -
  L24-20P, 14 Gauge                                                                                                                                                      
  S7665            T2L 347V-20A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7666            T2L 347V-20A        White         14-3            SJT            36           2.5          1/2         8145           -              -
  S7666QQ       T2L 347V-20A        White         14-3            SJT            48             5           1/2         8145           -              -
  L8-20P, 16 Gauge                                                                                                                                                        
  S7670            T2L 480V-20A         Black         16-3         SEOOW         36           2.5          1/2         8125           -              -
  S7671            T2L 480V-20A        White         16-3          SEOW          36           2.5          1/2         8125           -              -
  S7671W         T2L 480V-20A        White         16-3          SEOW          36           2.5          5/8            -               -              -
  S7671D          T2L 480V-20A        White         16-3          SEOW          42             3           1/2            -               -              -
  S7670G          T2L 480V-20A         Black         16-3         SEOOW         72           2.5          1/2         8125           -              -
  S7670PP        T2L 480V-20A         Black         16-3         SEOOW         72             6           5/8            -               -              -
  S7671FF        T2L 480V-20A        White         16-3          SEOW          72           2.5          5/8            -               -              -
  S7670HH       T2L 480V-20A         Black         16-3         SEOOW         84             6           5/8            -               -              -
  S7671RR       T2L 480V-20A        White         16-3          SEOW         102            5           1/2         8125           -              -
  S7671AC        T2L 480V-20A        White         16-3          SEOW         108          2.5          5/8            -               -              -
  S7671AE        T2L 480V-20A        White         16-3          SEOW         120          2.5          5/8            -               -              -
  L8-20, 14 Gauge                                                                                                                                                          
  S7675            T2L 480V-20A         Black         14-3            SJT            36           2.5          1/2         8145           -              -
  S7676RR       T2L 480V-20A        White         14-3            SJT           102            5           1/2         8125           -              -

Still don’t see the configuration you need?
Consult Heyco for your particular NEMA Plug; wire gauge, type, length, and color; and
Strain Relief and Termination requirements. Our Axcell® rapid development team is
ready to meet your design requirements.

Custom Male T2L Configurations concluded
         Listed for Use in the U.S. and Canada Under File E217650

• DFARS Compliant



• The only locking IEC 13-14 power cord 
   that locks at both ends.
• Designed for retrofit - plug and play 
   replacement for existing power cords.
• Universally compatible - requires no 
   mating plug or receptacle on the other 
   side of the connection.
• Consult Heyco for IEC 19-20 power 
   cord configurations.

• IEC 13 to NEMA 5-15P power cord that 
   locks at the application end.
• Designed for retrofit - plug and play 
   replacement for existing power cords.
• Universally compatible - requires no 
   mating receptacle on the other side of 
   the connection.
• IEC 13 to any International plug 
   configuration available. Consult Heyco.
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HEYlock™ Locking IEC Power Cords
Universal C13 to C14 Locking Power Cords - designed for retrofit!
UL Listed (UL 817) and CE Compliant (IEC 60320)

Universal C13 to 5-15P Locking Power Cords - designed for retrofit!
UL Listed (UL 817) and CE Compliant (IEC 60320)

*Custom colors and lengths available, consult Heyco.

*Custom colors and lengths available, consult Heyco.

WIRE PART DESCRIPTION
Type Gauge Color Length NO.

AWG/ * *
Cond Feet M

1.7 0.5 S8000 HPC-C13/C14-17/3-BLK-H05-1.7
3.3 1.0 S8002 HPC-C13/C14-17/3-BLK-H05-3.3

H05 17/3 Black 5.0 1.5 S8004 HPC-C13/C14-17/3-BLK-H05-5.0
6.6 2.0 S8006 HPC-C13/C14-17/3-BLK-H05-6.6
8.3 2.5 S8008 HPC-C13/C14-17/3-BLK-H05-8.3
1.7 0.5 S8020 HPC-C13/C14-16/3-BLK-SJT-1.7

SJT 16/3 Black
3.3 1.0 S8022 HPC-C13/C14-16/3-BLK-SJT-3.3
5.0 1.5 S8024 HPC-C13/C14-16/3-BLK-SJT-5.0
6.6 2.0 S8026 HPC-C13/C14-16/3-BLK-SJT-6.6
1.7 0.5 S8030 HPC-C13/C14-14/3-BLK-SJT-1.7

SJT 14/3 Black
3.3 1.0 S8032 HPC-C13/C14-14/3-BLK-SJT-3.3
5.0 1.5 S8034 HPC-C13/C14-14/3-BLK-SJT-5.0
6.6 2.0 S8036 HPC-C13/C14-14/3-BLK-SJT-6.6

WIRE PART DESCRIPTION
Type Gauge Color Length NO.

AWG/ * *
Cond Feet M

2.0 0.6 S8052 HPC-C13/515P-18/3-BLK-SJT-2.0
SJT 18/3 Black 3.0 0.9 S8053 HPC-C13/515P-18/3-BLK-SJT-3.0

6.0 1.8 S8056 HPC-C13/515P-18/3-BLK-SJT-6.0
2.0 0.6 S8062 HPC-C13/515P-16/3-BLK-SJT-2.0

SJT 16/3 Black 3.0 0.9 S8063 HPC-C13/515P-16/3-BLK-SJT-3.0
6.0 1.8 S8066 HPC-C13/515P-16/3-BLK-SJT-6.0
2.0 0.6 S8072 HPC-C13/515P-14/3-BLK-SJT-2.0

SJT 14/3 Black 3.0 0.9 S8073 HPC-C13/515P-14/3-BLK-SJT-3.0
6.0 1.8 S8076 HPC-C13/515P-14/3-BLK-SJT-6.0

Quick
Specs

Materials                             Nylon 6/6 and PVC with Plated Copper Alloy Contacts
Certifications                       Certified by UL for Compliance with both Canadian and U.S. Requirements under 
                                           File E471200 (C13/C14)
                                           Certified by UL for Compliance with both Canadian and U.S. Requirements under 
                                           File E115330 (C13/5-15P)

c US

c US
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