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| POWER INDUCSOR BDCD 12

BDCD Series

BDCD Series provides high current in compact package size with
magnetically shielded construction. This power
inductor is an excellent power solution for space-limited devices.

Features Applications
> RoHS, Halogen Free and REACH Compliance - Smartphones, tablets and wearable devices
Monolithic, magnetically shielded - HDD, SSD and PC peripheral devices
Capable for large current - DSC, camcoders
> PND

> DC/DC converters
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Dimensions in mm Dimensions in mm
TYPE A B C D TYPE A B C
BDCD00201610  2.0+0.2 1.6+0.2 1.0Max 0.5+0.3 BDCD00201610 0.7 2.3 1.8
BDCD00201612  2.0+0.2 1.6+0.2 1.2Max 0.5+0.3 BDCD00201612 0.7 2.3 1.8
BDCD00252010  2.5+0.2 2.0+0.2 1.0Max 0.6+0.3 BDCD00252010 1.2 2.8 2.3
BDCD00252012  2.5+0.2 2.0+0.2 1.2Max 0.6+0.3 BDCD00252012 1.2 2.8 2.3
BDCD00322510  3.2+0.3 2.5+0.3 1.0Max 0.5+0.3 BDCD00322510 1.7 35 2.8
BDCD00322512  3.2+0.3 2.5+0.3 1.2Max 0.5+0.3 BDCD00322512 1.7 35 2.8
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