
















ABAT15AA, ABAT15AD 
1 500 VDC Max., L/R  4ms, 100-500A

BATTERY FUSES / DS-ABAT15AAAD-16-0423
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the data provided herein are for information only and are not contractually binding. To ensure that Mersen provides the best 
solution to your needs, please contact and provide Mersen with all relevant technical specifications and conditions.
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DIMENSIONS

ABAT15AD – O�set blades
with optional microswitch

Dimensions in mm

ABAT15AD – Bolted blades
with optional microswitch

Dimensions in mm
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Fuse blocks

Catalog
number

Rated DC 
voltage Application DC Fuses

Number 
of poles/
phases

Contact
Materials 

Tightening 
torque
(max.)

Weight

1SC/1MSC Modular Fuse blocks

1SCM8 1500 V MEV70A, MEV100A and 1 Zinc-Plated 
Steel 6.8 N-m 68 g

1SCM10 1500 V MF-A, MEV70A, MEV100A and 
ABAT15AD fuses up to 800A 1 Zinc-Plated 

Steel 21.5 N-m 68 g1SCM8

Microswitches

Catalog
number Rated voltage Rated current In Indication System Minimum positive operating voltage / current

RIS1500 1500 V 10 A Standard NO-NC 10V, 10mA

RIS1500
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ACCESSORIES

DIMENSIONS

ABAT15AD FI

ABAT15AD GI

ABAT15AA FI

ABAT15AA GI

Fuse Size / Terminals

20±1 Nm

15±1 Nm

15±1 Nm

15±1 Nm

Mounting Torque

M10

M8

M8

M8

Bolt Size

Recommended Mounting Torque and Bolt Size


