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NOTES : (UNLESS OTHERWISE SPECIFIED)
1. MATERIAL :
SHELL : ZINC ALLOY , NICKEL PLATED.
INSERT : THERMOPLASTIC , UL94 V-0.
COUPLING NUT : AL ALLOY , NICKEL PLATED.
WAVE WASHER : STAINLESS STEEL.
O-RING : NBR.
2. SPECIFICATIONS :
2.1 RATED CURRENT : 13A (MAX).
2.2 RATED VOLTAGE : 300V (AC/DC).
2.3 OPERATING TEMPERATURE : -40°C ~ +105°C.
2.4 DIELECTRIC WITHSTANDING VOLTAGE : LESS THAN
2 MILLIAMPS CURRENT LEAKAGE@2000 VOLTS AC.
2.5 INSULATION RESISTANCE : 5000 MEGOHMS MIN.
3.6 IP--CLASS : IP67. SEE PART NUMBER CHART
2.7 MATING CYCLES DURABILITY : 500 CYCLES MIN. QUANTITY PART NUMBER DESCRIPTION ITEM
2.8 ROHS COMPLIANT. MATERIALS LIST
3. SUITABLE CONTACTS : 16# CONTACTS. Y P Tyl __SIONATURES | DATE Am p hen Ol
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