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HIGH CURRENT SHIELDED SMD POWER INDUCTORAIG

ASPIAIG-F SERIES

LLC

Dimensions vary

MSL = 1
Pb  RoHS/RoHS II Compliant

REFLOW

Zone Description Temperature Times

1 Preheat TSMIN ~ TSMAX
150°C ~ 180°C 120 ~ 180 sec.

2 TL
217°C 60 ~ 150 sec.

3 Peak heat TP
245°C 5 sec. MAX

PACKING (TAPE & REEL)

SERIES W F P D A0 B0 T K0
ASPIAIG-F4020 12.0±0.3 5.5±0.1 8.0±0.1 1.5±0.1 4.4±0.1 4.4 ±0.1 0.35±0.1 2.3±0.1
ASPIAIG-FLR4020 12.0±0.3 5.5±0.1 8.0±0.1 1.5±0.1 4.4±0.1 4.4 ±0.1 0.35±0.1 2.3±0.1
ASPIAIG-F5020 12.0±0.3 7.5±0.1 8.0±0.1 1.5±0.1 5.7±0.1 6.0 ±0.1 0.35±0.05 2.3±0.1
ASPIAIG-F5030 16.0±0.3 7.5±0.1 8.0±0.1 1.5±0.1 5.8±0.1 5.6 ±0.1 0.35±0.05 3.3±0.1
ASPIAIG-F6030 16.0±0.3 7.5±0.1 12.0±0.1 1.5±0.1 6.8±0.1 7.0 ±0.1 0.35±0.1 3.3±0.1
ASPIAIG-F6050 16.0±0.3 7.5±0.1 12.0±0.1 1.5±0.1 6.8±0.1 7.0 ±0.1 0.35±0.1 5.3±0.1
ASPIAIG-F7020 16.0±0.3 7.5±0.1 12.0±0.1 1.5±0.1 8.2±0.1 8.0 ±0.1 0.35±0.1 2.3±0.1
ASPIAIG-F7030 16.0±0.3 7.5±0.1 12.0±0.1 1.5±0.1 8.2±0.1 8.0 ±0.1 0.35±0.1 3.3±0.1

SERIES A B C D
ASPIAIG-F4020

12.4+2/-0 100 ± 2 13.0+0.5/-0.2 330ASPIAIG-FLR4020
ASPIAIG-F5020
ASPIAIG-F5030

16.4+2/-0 100 ± 2 13.0+0.5/-0.2 330
ASPIAIG-F6030
ASPIAIG-F6050
ASPIAIG-F7020
ASPIAIG-F7030

Dimension: mm


